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LODGE BUILDING - DEMOLITION PLANS

AD-100L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

 1/4" = 1'-0"
1 DEMOLITION PLAN - BASEMENT

 1/4" = 1'-0"
2 DEMOLITION PLAN - LEVEL 1

 1/4" = 1'-0"
3 DEMOLITION PLAN - LEVEL 2

1. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO FIELD VISIT THE PROJECT
AND VERIFY EXISTING CONDITION/DIMENSIONS AND PROPOSED  CONDITIONS.
COORDINATE DEMOLITION BETWEEN ALL TRADES.  NOTIFY A/E IMMEDIATELY
OF ANY CONFLICTS AR DISCREPANCIES.

2. ITEMS INDICATED TO BE REMOVED AND DISPOSED OF BUT HAVING
SALVAGEABLE VALUE TO THE CONTRACTOR SHALL BE REMOVED FROM
STRUCTURE AS WORK PROGRESSES; TRANSPORT SALVAGED ITEMS FROM
THE SITE AS THEY ARE REMOVED. ITEMS OF NO SALVAGEABLE VALUE TO
THE CONTRACTOR SHALL BE DISPOSED OF LAWFULLY.

3. OWNER SHALL BE RESPONSIBLE FOR MOVING ALL FURNISHINGS AND NON
PERMANENTLY ATTACHED EQUIPMENT PRIOR TO COMMENCEMENT OF
DEMOLITION AND AFTER CONSTRUCTION IS COMPLETE.

4. PROTECT ALL ITEMS TO REMAIN, OWNERS EQUIPMENT.

5. ANY EXISTING UTILITIES TO BE ABANDONED SHALL BE PROPERLY
DISCONNECTED, PLUGGED OR CAPPED, AS REQUIRED BY CODE OR SOUND
CONSTRUCTION PRACTICE.

6. CONTRACTOR SHALL PROTECT ADJACENT ROOMS FROM DAMAGE DURING
CONSTRUCTION. RESTORE ALL DAMAGE TO ORIGINAL CONDITION.

7. PROVIDE INFILL AND PATCHWORK AT ALL DEMOLISHED OR RELOCATED
ITEMS, INCLUDING MECHANICAL AND ELECTRICAL ITEMS.  ALL INFILL AND
PATCHWORK SHALL MATCH ADJACENT SURFACES; WALLS, CEILINGS,
FLOORS, ETC. DISTURBED/DAMAGED BY DEMOLITION AND NEW
CONSTRUCTION. PATCH/PAINT TO CLOSET INTERSECTING WALL/CORNER.

DEMOLITION NOTES:

11. REMOVE ALL CEILING MOUNTING FURRING STRIPS ON BOTH MAIN AND UPPER
FLOORS, BASEMENT TO REMAIN.

12. ALL EXTERIOR DOORS AND WINDOWS ARE TO BE REPAIRED, REFURBISHED.  SEE
LBP ABATEMENT NOTES, ETC. SHEET IH-1.

13. EXTERIOR WINDOW TO BE REPAIRED PER WOOD WINDOW RESTORATION
SPECIFICATION 08 52 00.

14. ASBESTOS ABATEMENT TO BE COMPLETED PRIOR TO BEGINNING OF BUILDING
DEMOLITION.  SEE ABATEMENT PLANS, IH-1 AND IH-2.

15. DISRUPTED EXISTING CONDITIONS I.E. LANDSCAPING, LIGHTING, IRRIGATION,
PEDESTRIAN AND VEHICLE ACCESS SHOULD BE MINIMAL AND REPLACED AT THE
END OF CONSTRUCTION TO THE SAME CONDITIONS PRIOR TO CONSTRUCTION
DISRUPTION.

16. SEE MECHANICAL, PLUMBING AND ELECTRICAL FOR ADDITIONAL DEMO WORK.

17. SEE A-100L FOR ADDITIONAL DEMO WORK TO DOORS.

18. SEE A-200L FOR ADDITIONAL DEMO WORK TO ELEVATIONS.

KEYNOTES:

02-01 REMOVE EXISTING STOOP, STAIRS AND RAILS
02-05 REMOVE EXISTING CABINETS, UPPERS AND LOWERS AS APPLICABLE
02-06 REMOVE EXISTING VENT CONSTRUCTION, THROUGH ROOF
02-07 REMOVE EXISTING PLUMBING FIXTURE
02-08 REMOVE EXISTING SINGLE PLY WALL
02-39 REMOVE EXISTING DOOR FRAME; INFILL OPENING TO MATCH EXISTING WALL
02-41 PROVIDE OPENING IN FLOOR FOR PLUMBING FIXTURES
02-42 REMOVE EXISTING CEILING FURRING STRIPS
02-44 REMOVE EXISTING PANELING, SOFFITS AND WALL MATERIALS.
02-46 REMOVE EXISTING CERAMIC TILE WALLS AND FLOOR.
02-48 REMOVE ASBESTOS SHINGLE SIDING, FOR ABATEMENT, SEE IH-1.
02-63 REMOVE EXISTING VINYL WALL COVERING AND METAL TRIM.
02-64 REMOVE 12" WIDE X 6" DEEP PORTION OF EXISTING BRICK WALL FOR 2"

WASTE AND HOT AND COLD WATER LINES FOR NEW SINK, SEE MECHANICAL
02-66 REMOVE EXISTING GYPSUM BOARD.

KEY PLAN
SCALE : NTS

LODGE RENOVATION

8. ALL DIMENSIONS ARE SHOWN TO FRAME/MASONRY, NOT TO FURRING OR
FINISHES.

9. CONTRACTOR SHALL PROVIDE OPENINGS IN EXTERIOR WALLS AS REQUIRED FOR
NEW M/E PENETRATIONS. ALL PENETRATIONS SHALL BE WEATHER TIGHT
WHEN COMPLETE.

10. FOR LEAD BASED PAINT AND ASBESTOS ABATEMENT, SEE ENVIRONMENTAL
DRAWINGS IH-1 AND IH-2, SEE WOOD WINDOW RESTORATION SPECS, 08 52 00
AND SPECIFICATION SECTIONS 02 82 11, 02 82 13.31 AND 02 83 33.13

GENERAL NOTES:

1. SHEET SIZE FOR PROPER SCALE IS 30" X 42".  CONTRACTOR SHALL NOT
SCALE DRAWINGS BUT SHALL REQUEST DESIRED DIMENSIONS FROM THE
ARCHITECT.

2. THE CONTRACTORS SHALL TAKE ALL NECESSARY PRECAUTIONARY
MEASURES TO PROTECT THE PUBLIC AND ADJACENT PROPERTIES FROM
DAMAGE THROUGHOUT CONSTRUCTION.

3. THESE DRAWINGS ARE DIAGRAMMATIC AND SHALL NOT BE SCALED.
ADDITIONAL DATA SHALL BE FROM THE ARCHITECT THROUGH WRITTEN
CLARIFICATION ONLY. VERIFY ALL EXISTING CONDITIONS, ELEVATIONS, AND
DIMENSIONS BEFORE PROCEEDING WITH ANY PORTION OF WORK.

4. NO CHANGES, MODIFICATIONS OR DEVIATIONS SHALL BE MADE FROM THE
DRAWINGS OR SPECIFICATIONS WITHOUT FIRST SECURING WRITTEN
PERMISSION FROM THE ARCHITECT.

8. THE CONTRACTORS SHALL GUARANTEE ALL WORKMANSHIP AND MATERIALS
FOR A PERIOD OF ONE (1) YEAR FROM THE DATE OF SUBSTANTIAL  COMPLETION OR
AS OTHERWISE REQUIRED IN THE SPECIFICATIONS.

9. PROVIDE ADEQUATE CONCEALED BLOCKING AND ANCHORING FOR ALL
CEILING AND WALL MOUNTED EQUIPMENT, HARDWARE AND ACCESSORIES.

10. WHEN A SYSTEM OR ASSEMBLY IS CALLED OUT FOR, ALL NECESSARY PARTS
AND MATERIALS REQUIRED FOR A COMPLETE INSTALLATION/SYSTEM SHALL
BE AND INSTALLED ACCORDING TO THE MANUFACTURERS INSTRUCTIONS.

11. COORDINATE WITH ALL TRADES THE LOCATIONS OF SLEEVES OR OTHER
PRESET ACCESSORIES INVOLVING OTHER TRADES.

12. IT IS THE INTENT OF THESE CONTRACT DOCUMENTS TO DEFINE A COMPLETE
FINISHED FACILITY. ANY MATERIAL, SYSTEM, EQUIPMENTS OR ASSEMBLY WHICH
NORMALLY WOULD BE REQUIRED SHALL BE PROVIDED AS IF SPECIFICALLY NOTED.

13. FURNITURE SHOWN FOR COORDINATION PURPOSES ONLY, NOT IN CONTRACT

DEMOLITION NOTES: GENERAL NOTES:

43 90

5. WHERE LACK OF INFORMATION, OR ANY DISCREPANCY SHOULD APPEAR IN
THE DRAWINGS OR SPECIFICATIONS, REQUEST  WRITTEN INTERPRETATION
FROM THE ARCHITECT BEFORE PROCEEDING WITH THAT PORTION OF THE
WORK.

6. ALL WORK AS OUTLINED IN THESE DOCUMENTS, SHALL STRICTLY CONFORM
TO ALL APPLICABLE CODES AND ORDINANCES, IN THE EVENT OF A CONFLICT,
THE MORE STRINGENT REQUIREMENT SHALL GOVERN AND BE MET.

7. THE CONTRACTOR SHALL PAY FOR ALL FEES, PERMITS, LICENSES, ETC.,
NECESSARY FOR PROPER COMPLETION OF THE WORK.

N N N
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LODGE BUILDING  - OVERALL PLANS

A-100L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

 1/4" = 1'-0"
1 FLOOR PLAN - BASEMENT

 1/4" = 1'-0"
2 FLOOR PLAN - LEVEL 1

 1/4" = 1'-0"
3 FLOOR PLAN - LEVEL 2

GENERAL NOTES: ALSO SEE AD-100L
1. WALL TYPES - SEE A-102L.

2. DOOR AND FINISH SCHEDULES - SEE A-400L.

N

KEYNOTES:

08-05 NEW DOOR AT EXISTING FRAME, STRIP AND REFINISH FRAME
AND TRIM, SEE DOOR SCHEDULE SHEET A-400L FOR
HARDWARE AND DETAILS 15 & 20, SHEET A-500L.

09-62 NEW OAK FLOORING (3/4"X2 1/2" VERIFY)  OVER EXISTING 3/4"
SUBFLOOR, FINISH/COLOR TO MATCH EX. FLOOR. FINISH
ELEVATION TO MATCH ADJACENT FLOOR ELEVATION, SEE
NOTE 9-63

09-63 EXISTING OAK FLOORING, SAND AND REFINISH, REPLACE
DAMAGED BOARDS. NOTE, WHEN EACH FLOOR IS REPAIRED,
THE ENTIRE FLOOR IS TO BE SANDED TO A SMOOTH FINISH,
SEALED AND TWO COATS CLEAR VARNISH FINISH.

09-64 NEW CERAMIC TILE FLOORING AT TOILET ROOM, SEE FINISH
SCHEDULE A-400L

10-40 NEW FIRE EXTINGUISHER AND CABINET
22-01 PROVIDE SUMP PUMP/BASIN IN CONCRETE SLAB, SEE

MECHANICAL P-101L.
31-01 CONNECT FOUNDATION DRAIN LINE TO STORM WATER LINE,

SEE CIVIL PLANS

02-52 EXISTING WINDOW; REPAIR AND REFINISH, SEE DETAILS 3,8 &
13 ON SHEET A-500L. PAINT TRIM, PAINT 3.  SEE LEAD BASED
PAINT AND ASBESTOS ABATEMENT NOTES SHEET IH-1 AND
IH-2, AND WOOD WINDOW RESTORATION SPEC 08 52 00.

02-53 EXISTING WINDOW; REPAIR AND REFINISH, SEE DETAILS 2,7 &
12 ON SHEET A-500L. PAINT TRIM, PAINT 3.  SEE LEAD BASED
PAINT NOTES ON SHEET IH-1 AND WOOD WINDOW
RESTORATION SPEC 08 52 00.

02-54 REHANG EXISTING DOOR. STRIP DOOR/TRIM, REFINISH AND
REPAINT PAINT 3. EXISTING HARDWARE TO BE REMOVED AND
REPLACED PER DOOR SCHEDULE, A-400L. SEE DETAILS 4, 9 &
14 ON SHEET A-500L, SIMILAR.

02-55 REMOVE DAMAGED DOOR, REPAIR FRAME (SEE DETAILS
SIMILAR TO 1,6 & 16 ON SHEET A-500L, AND DOOR SCHEDULE
A-400L). PAINT TRIM, PAINT 3.  PROVIDE NEW DOOR.

02-56 EXISTING FRONT DOOR: STRIP, REFINISH AND REPAINT PAINT
3. REPLACE GLAZING (1/4" TEMP. CLEAR) AT
WINDOWS.PROVIDE NEW HARDWARE PER DOOR SCHEDULE
ON SHEET A-400L.

03-08 NEW CONCRETE STAIRS. FOR LANDING AND RAILS, SEE
STRUCTURAL.

04-05 INSTALL HOT AND COLD PLUMBING LINE AND 2" WASTE LINE IN
WALL FOR NEW SINK.  SOLID GROUT OPENING AND PROVIDE
CEMENT PLASTER FINISH AT ROOM 109 SIDE.

08-04 NEW DOOR AND FRAME, SEE DOOR SCHEDULE SHEET A-400L
AND DETAILS 18 & 19 SHEET A-500L.

02-19 EXISTING CRAWL SPACE "DOOR" TO REMAIN, REPAIR AND
REPAINT

02-20 EXISTING CRAWL SPACE VENT TO REMAIN, REPAIR AND
REPAINT

02-21 EXISTING WINDOW, REPAIR AND REFINISH.  SEE DETAILS  4, 9,
AND 14 ON SHEET A-500L.  SEE LEAD BASED PAINT NOTES ON
SHEET IH-1 AND WINDOW RESTORATION SPEC 08 52 00.

02-22 EXISTING DOORS AT CABINET, STRIP, REFINISH AND REPAINT
TO MATCH DOOR AND WINDOW TRIM

02-23 REMOVE DAMAGED DOOR, REPLACE PER DOOR SCHEDULE,
A-400L. REPAIR AND REFINISH EXISTING FRAME, ETC PER
DETAILS 4 & 9 ON SHEET A-500L,SIMILAR.

02-24 EXISTING DOOR, REPAIR AND REPAINT, PROVIDE 1X WD TRIM,
SEE DOOR DETAILS 15 & 20 SHEET A-500L. PROVIDE NEW
HARDWARE PER DOOR SCHEDULE ON A-400L

02-25 EXISTING STAIRS: REFINISH (FILL HOLES AND PATCH AS REQ'D)
STAIR TREADS AND LANDING, REPAINT RISERS. REFINISH
(REMOVE PAINT) AND REPAINT @ STAIR RAILINGS AND
HANDRAILS. REPLACE NORTH WALL FACE STRINGER, MATCH
EXIST.

02-26 PATCH WALL AS REQUIRED TO MATCH ADJACENT FINISH
WHERE BRICK FLUE IS REMOVED.

02-40 EXISTING CONCRETE FLOORING TO REMAIN
02-51 EXISTING WINDOW; REPAIR AND REFINISH, SEE DETAILS 1,6,11

& 16 ON SHEET A-500L. PAINT TRIM, PAINT 3.  SEE LEAD BASED
PAINT NOTES ON SHEET IH-1 AND WOOD WINDOW
RESTORATION SPEC 08 52 00.

KEY PLAN
SCALE : NTS

LODGE RENOVATION
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EXIT LIGHT - SEE ELECTRICAL
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LODGE BUILDING - REFLECTED CEILING
PLANS

A-101L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

 1/4" = 1'-0"
1 CEILING PLAN - LEVEL 1

 1/4" = 1'-0"
2 CEILING PLAN - LEVEL 2

GENERAL NOTES:

1. RECESSED LIGHT FIXTURES MAY NEED TO HAVE LOCATIONS
ADJUSTED IN FIELD TO ACCOMMODATE FRAMING MEMBERS.

2. ALL CEILINGS TO RECEIVE NEW GYPSUM BOARD UNLESS
OTHERWISE NOTED.

08-31 EXISTING 24"X36" ATTIC ACCESS PANEL
09-20 NEW 5/8" TYPE 'X' GYPSUM BOARD OVER 2X

FRAMING. PAINT PER SPECIFICATIONS.

KEY NOTES:

KEY PLAN
SCALE : NTS

LODGE RENOVATION
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DN

DN

2

4

A

1

B DC

3

STAFF BREAK
109

OFFICE
105

UNISEX TOILET
106

COPY
107

FILING
108RECEPTION

104

ENTRY PORCH
102

OFFICE
103

09-6209-62

09-6209-62

09-6309-63

09-64

09-6309-63

09-6209-62

HALL
110

03-09

03-0703-07

02-40

06-10

06-10

06-10

02-40

2

4

A B DC

3

STORAGE
207

OFFICE
206

OFFICE
204

STORAGE
205

STORAGE
203

CONFERENCE/OFFICE
202

CORRIDOR
201

MECH
209

UNISEX TOILET
208

09-63 09-63

09-6309-6209-62

09-6309-63
09-64

09-6309-63

09-63

06-10

06-10

09-63

Flooring Legend:

NEW OAK FLOORING

TILE, SEE FINISH SCHEDULE

EXISTING OAK FLOORING

CONCRETE, THIN-SET AT PORCH

5/8" TYPE 'X' GYPSUM BOARD
2X4 WOOD STUD AT 16" O.C.
5/8" TYPE 'X' GYPSUM BOARD

5/8" TYPE 'X' GYPSUM BOARD
2X4 WOOD STUD AT 16" O.C.
EXISTING WALL

I2 I3
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LODGE BUILDING - WALL TYPES AND
FLOOR FINISH PLANS

A-102L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

 1/4" = 1'-0"
1 FLOOR FINISH PLAN - LEVEL 1

 1/4" = 1'-0"
2 FLOOR FINISH PLAN - LEVEL 2

1. SHEET SIZE FOR PROPER SCALE IS 30" X 42", HOWEVER
CONTRACTOR SHALL NOT SCALE DRAWINGS BUT SHALL REQUEST
THE DESIRED DIMENSIONS FROM THE ARCHITECT.

2. DIMENSIONS ARE FROM FACE OF STUD AT ONE SIDE OF WALL.

3. SEE ROOM FINISH SCHEDULE ON SHEET A-400L

GENERAL NOTES:

KEY PLAN
SCALE : NTS

LODGE RENOVATION

 1 1/2" = 1'-0"
WALL TYPES

02-40 EXISTING CONCRETE FLOORING TO REMAIN
03-07 CONCRETE RAMP, LANDING AND STAIRS.
03-09 CONCRETE LANDING AND STAIRS.
06-10 HARDWOOD FLOOR TRANSITION
09-62 NEW OAK FLOORING (3/4"X2 1/2" VERIFY)  OVER

EXISTING 3/4" SUBFLOOR, FINISH/COLOR TO MATCH
EX. FLOOR. FINISH ELEVATION TO MATCH ADJACENT
FLOOR ELEVATION, SEE NOTE 9-63

09-63 EXISTING OAK FLOORING, SAND AND REFINISH,
REPLACE DAMAGED BOARDS. NOTE, WHEN EACH
FLOOR IS REPAIRED, THE ENTIRE FLOOR IS TO BE
SANDED TO A SMOOTH FINISH, SEALED AND TWO
COATS CLEAR VARNISH FINISH.

09-64 NEW CERAMIC TILE FLOORING AT TOILET ROOM, SEE
FINISH SCHEDULE A-400L

KEY NOTES:

46 90

N N



GRADE
100' - 0"

A

FLOOR PLAN - LEVEL 1
103' - 6"

FLOOR PLAN - LEVEL 2
113' - 10 3/4"

T.O. JOIST BEARING
129' - 2 3/8"

BD

FLOOR PLAN - BASEMENT
94' - 10 1/4"

C

02-1402-14

02-15

02-15

1

A-300L

2

A-300L

02-5302-53

02-55

02-5102-51

02-17

02-17

02-17
SIM. AT

UNDERFLOOR
ACCESS

07-09
07-10

07-10

GRADE
100' - 0"

24 1

FLOOR PLAN - LEVEL 1
103' - 6"

FLOOR PLAN - LEVEL 2
113' - 10 3/4"

T.O. JOIST BEARING
129' - 2 3/8"

FLOOR PLAN - BASEMENT
94' - 10 1/4"

3

02-12

02-15

02-15

02-15

3

A-300L

8

A-300L

02-5102-1702-17

02-1702-17

02-5202-5202-52

02-17

02-65

05-14

GRADE
100' - 0"

A

FLOOR PLAN - LEVEL 1
103' - 6"

FLOOR PLAN - LEVEL 2
113' - 10 3/4"

T.O. JOIST BEARING
129' - 2 3/8"

B D

FLOOR PLAN - BASEMENT
94' - 10 1/4"

C

02-1402-14

02-15

1

A-300L

2

A-300L

4

A-300L

02-5302-5302-5302-53

02-1702-17

02-56

07-10

05-1405-14

GRADE
100' - 0"

2 41

FLOOR PLAN - LEVEL 1
103' - 6"

FLOOR PLAN - LEVEL 2
113' - 10 3/4"

T.O. JOIST BEARING
129' - 2 3/8"

FLOOR PLAN - BASEMENT
94' - 10 1/4"

3

02-12

02-17

02-15

02-15

02-15

3

A-300L

02-51

02-5202-52

02-1702-1702-17 02-17
SIM. AT

UNDERFLOOR
ACCESS

02-65

05-14
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LODGE BUILDING - EXTERIOR ELEVATIONS

A-200L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

 1/4" = 1'-0"
1 NORTH ELEVATION

 1/4" = 1'-0"
2 EAST ELEVATION

 1/4" = 1'-0"
3 SOUTH ELEVATION

 1/4" = 1'-0"
4 WEST ELEVATION

KEYNOTES:

02-12 EXISTING SHINGLE TO BE REMOVED.  SEE ASBESTOS
ABATEMENT SPEC 02 82 13 31.  PROVIDE FIBER CEMENT
SHINGLES, PAINT 1.  SEE SPECS 07 46 60.

02-14 EXISTING ASPHALT SHINGLES TO BE REPLACED
02-15 EXISTING STUCCO: REMOVE TO STUDS/SHEATHING.

PROVIDE NEW STUCCO PER SPECS 09 24 00.  FINISH TO BE
SMOOTH TROWEL, PAINT 2.  PROVIDE 18 GA COPPER
FLASHING AT NEW ROOF.

02-17 EXISTING WINDOW; REPAIR AND REFINISH, SEE DETAILS 4, 9
AND 14 ON SHEET A-500L. PAINT TRIM, PAINT 3.  SEE LEAD
BASED PAINT NOTES ON SHEET IH-1 AND WINDOW
RESTORATION SPECIFICATION 08 52 00.

02-51 EXISTING WINDOW; REPAIR AND REFINISH, SEE DETAILS
1,6,11 & 16 ON SHEET A-500L. PAINT TRIM, PAINT 3.  SEE
LEAD BASED PAINT NOTES ON SHEET IH-1 AND WOOD
WINDOW RESTORATION SPEC 08 52 00.

02-52 EXISTING WINDOW; REPAIR AND REFINISH, SEE DETAILS 3,8
& 13 ON SHEET A-500L. PAINT TRIM, PAINT 3.  SEE LEAD
BASED PAINT AND ASBESTOS ABATEMENT NOTES SHEET
IH-1 AND IH-2, AND WOOD WINDOW RESTORATION SPEC 08
52 00.

02-53 EXISTING WINDOW; REPAIR AND REFINISH, SEE DETAILS 2,7
& 12 ON SHEET A-500L. PAINT TRIM, PAINT 3.  SEE LEAD
BASED PAINT NOTES ON SHEET IH-1 AND WOOD WINDOW
RESTORATION SPEC 08 52 00.

02-55 REMOVE DAMAGED DOOR, REPAIR FRAME (SEE DETAILS
SIMILAR TO 1,6 & 16 ON SHEET A-500L, AND DOOR
SCHEDULE A-400L). PAINT TRIM, PAINT 3.  PROVIDE NEW
DOOR.

02-56 EXISTING FRONT DOOR: STRIP, REFINISH AND REPAINT
PAINT 3. REPLACE GLAZING (1/4" TEMP. CLEAR) AT
WINDOWS.PROVIDE NEW HARDWARE PER DOOR SCHEDULE
ON SHEET A-400L.

02-65 EXISTING VENT: STRIP AND REFINISH, PAINT.  PROVIDE NEW
1/4" SCREEN CLOTH BEHIND SLATS, SEE LEAD BASED PAINT
NOTES ON IH-1.

05-14 RAILING, PAINT 3.  SEE A-300L FOR DETAIILS.
07-09 COPPER DEFLECTOR STRIPS, 24" LONG
07-10 REMOVE AND REPLACE COPPER GUTTER AND DOWNSPOUT,

TO CONCRETE SPLASH BLOCK.

GENERAL NOTES:

1. SEE SHEET A-101L FOR LODGE WORK.

KEY PLAN
SCALE : NTS

LODGE RENOVATION

47 90



GRADE
100' - 0"

2 4

FLOOR PLAN - LEVEL 1
103' - 6"

FLOOR PLAN - LEVEL 2
113' - 10 3/4"

T.O. JOIST BEARING
129' - 2 3/8"

FLOOR PLAN - BASEMENT
94' - 10 1/4"

3
3

A-300L

BASEMENT
001

RECEPTION
104

OFFICE
105

ENTRY PORCH
102

OFFICE
204

OFFICE
206

STORAGE
207

STORAGE
205

09-63

09-63

09-62

09-62

CRAWL SPACE

02-28

02-29

02-29

02-29

09-20

09-2009-20

02-30 02-30

02-3302-33

02-32

07-05

07-05

07-06
07-06

02-3602-36

09-62

02-37

02-37
SIM

07-08

8'
 -

 5
 1

/4
"

SIM.

09-63

07-75

07-75

A-501L
1

A-501L
1

07-12

07-08

07-12

2 41

FLOOR PLAN - LEVEL 1
103' - 6"

FLOOR PLAN - LEVEL 2
113' - 10 3/4"

T.O. JOIST BEARING
129' - 2 3/8"

FLOOR PLAN - BASEMENT
94' - 10 1/4"

3
3

A-300L

BASEMENT
001

BASEMENT
001

OFFICE
105

RECEPTION
104

ENTRY PORCH
102

OFFICE
204

OFFICE
206

STAFF BREAK
109

CRAWL SPACE CRAWL SPACE

09-63

09-63 09-62

09-62

09-65

02-2802-28

02-29

02-29
09-2009-20

09-20

02-30

02-30

02-32

02-3302-33

07-05

02-3602-36

02-3702-37

07-08

8'
 -

 1
0 

1/
2"

8'
 -

 5
 1

/4
"

SIM.

02-59

02-58

02-57

A-501L
1

A-501L
3

A-500L
12

A-500L
2

A-500L
2

07-75

07-75A-500L
1

07-12

07-12

GRADE
100' - 0"

A

FLOOR PLAN - LEVEL 1
103' - 6"

FLOOR PLAN - LEVEL 2
113' - 10 3/4"

T.O. JOIST BEARING
129' - 2 3/8"

B D

FLOOR PLAN - BASEMENT
94' - 10 1/4"

C

1

A-300L

2

A-300L

COPY
107

OFFICE
105

BASEMENT
001

OFFICE
206

CORRIDOR
201

MECH
209

UNISEX TOILET
208

09-63

09-63

09-62

02-28

02-29

02-29

09-20

09-20

09-2009-2009-20
09-20

02-30

02-30 02-31

07-05

02-34
02-34

02-35

09-33

02-36
02-36

02-37
02-37

07-08

07-08

8'
 -
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 1

/4
"

A-501L
2

07-12

07-12

6"

5' - 6"

EPOXY COATED #4
DOWELS INTO EXIST
@ 24" O.C.

(2) #4 CONT.1' - 0"
B

E
LO

W
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R
.

2'
 -

 0
"FILL , SEE

SOILS REPORT CONC. SEE CIVIL

2% SLOPE

#4 @ 24" O.C. EACH WAY,
TURN INTO FOOTING

3'
 -

 0
"

SEE TYPICAL
RAILING ELEVATION

1' - 0"

EXT. FDN WALL

6

A-300L

SIM

8 
E

Q
U

A
L 

R
IS

E
R

S
 =

  4
' -

 8
"

M
A

X
7"
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11"
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B
E
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W
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.
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 6
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1'
 -

 0
"

1' - 4"

3"
  C

LR

EXIST. GRADE

FILL , SEE
SOILS REPORT

(3) #5 CONT.

A-300L
6

#4 @ 24" O.C.

PAVING, SEE CIVIL

2' - 6"

6' - 0"

3'
 -

 0
"

6"

8"

1" X 2" TUBE, PAINT 3

1 1/2" SQ. TUBE @ 6'-0"
O.C., PAINT 3

1 1/2" DIA. HANDRAIL
MOUNTED TO 1 1/2" SQ.
TUBE, PAINT 3

1/2" SQ. TUBE
BALLASTRADES
@ 4" O.C., PAINT 3

1/2" X 1" PLATE, PAINT 3

SET IN GALV. SLEEVE,
GROUT

6"

3 
3/

4" CONCRETE RAMP

1 1/2"
1 1/2"

3'
 -

 0
"

3'
 -

 6
"

O.C. MAX
6' - 0"

1" X 2" TUBE, PAINT 3

1 1/2" SQ. TUBE
@ 6'-0" O.C., PAINT 3

1 1/2" DIA. HANDRAIL
MOUNTED TO 1 1/2"
SQ. TUBE, PAINT 3

1/2" SQ. TUBE , PAINT 3

1/2" X 1" PLATE , PAINT 3

CONCRETE RAMP

3 
3/
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4" MAX

1"
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1 
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2"

2'
 -
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X
.
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(2) #4 CONT.1' - 0"
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.
2'

 -
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"FILL , SEE
SOILS REPORT CONC. SEE CIVIL

2% SLOPE
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1'
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1' - 4"

3"
  C
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(3) #5 CONT.

#4 @ 24" O.C.

MIN.
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RAILING ELEVATION
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A-300L

SIM
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LODGE BUILDING - BUILDING  AND STAIR
SECTIONS

A-300L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

 1/4" = 1'-0"
1 Section A

 1/4" = 1'-0"
2 Section B

 1/4" = 1'-0"
3 Section C

KEYNOTES:

1. SHEET SIZE FOR PROPER SCALE IS 30" X 42", HOWEVER
CONTRACTOR SHALL NOT SCALE DRAWINGS BUT SHALL REQUEST
THE DESIRED DIMENSIONS FROM THE ARCHITECT.

2. REFERENCE TYPICAL MOUNTING HEIGHTS ELEVATION SHEET A-400L.

3. DIMENSIONS ARE TO FACE OF STUD AT ONE SIDE OF WALL.

4. FOR REINFORCING AT STAIRS, WALKS SEE CIVIL DRAWINGS.

GENERAL NOTES:

02-28 EXISTING CONCRETE SLABS TO REMAIN AT BASEMENT
AREA

02-29 EXISTING WALL: 2X4 OR 2X6 STUDS WITH CEMENT
PLASTER FINISH EA SIDE, REPAIR AS REQ'D, REPAINT FOR
OPENING FINISH, SEE DETAILS 5 & 10 ON SHEET A-500L.

02-30 EXISTING 2X FLOOR JOISTS TO REMAIN
02-31 EXISTING WALL: 2X STUDS WITH 5/8" TYPE 'X' GYPSUM

BOARD EACH SIDE, CERAMIC TILE FINISH AT TOILET SIDE,
SEE INT. FINISH SCHEDULE ON SHEET A-400L.

02-32 EXISTING 2X6 CEILING JOISTS TO REMAIN, PROVIDE 12"
R=38 BATT INSULATION

02-33 EXISTING 2X ROOF TIES AND DIAGONAL SUPPORTS TO
REMAIN

02-34 EXISTING 2X STUDS AT EXTERIOR WALL: PROVIDE NEW
SHINGLES OVER VAPOR BARRIER AT EXTERIOR, R=11 BATT
INSULATION. INTERIOR WALL TO BE REPAIRED AND
PAINTED

02-35 EXISTING FLOOR TILE TO BE REMOVED (ABATEMENT PER
ENVIRONMENTAL REPORT). PROVIDE NEW OAK FLOOR,
SEE KEYNOTE NOTE 9-62

02-36 EXISTING 8" BRICK EXTERIOR WALL: REPAIR EXTERIOR
AND INTERIOR PLASTER WALL AS REQ'D., REPAINT.

02-37 EXISTING 12" FOUNDATION WALL: REPAIR PLASTER FINISH
AT EXTERIOR & NTERIOR SURFACES AS REQ'D, REPAINT.

02-57 EXISTING STUD WALL WITH PLASTER FINISH AT EXTERIOR,
REPAIR & REPAINT. INTERIOR WALL TO HAVE 5/8" TYPE 'X'
GYPSUM BOARD WITH 4" BATT INSULATION. SEE DETAILS
1,6 & 16 ON SHEET A-500L.

02-58 NEW SINGLE PLY ROOFING OVER 1/2" PLYWOOD OVER 2X
FRAMING. SEE STRUCTURAL

02-59 PROVIDE 22GA. COPPER FLASHING UP UNDER EXISTING
ROOF OVERHANG.

07-05 NEW ASPHALT SHINGLES OVER NEW 30# FELT OVER 1/2"
PLYWOOD OVER EXISTING 1X ROOF SHEATHING, OVER 2X
FRAMING

07-06 22 GA COPPER FLASHING AT ROOF INTERSECTION,
PAINTED TO MATCH ROOF MAT'L

07-08 4" PERFORATED FOUNDATION DRAIN LINE IN 12" SQUARE
GRAVEL BED

07-12 PROVIDE WATERPROOFING TO FOUNDATION WALL FROM
GRADE TO TOP OF FOOTING, SEE SECTION 07 12 00.

07-75 COPPER GUTTER AND DOWNSPOUT, SEE SPECIFICATION
07 62 00.

09-20 NEW 5/8" TYPE 'X' GYPSUM BOARD OVER 2X FRAMING.
PAINT PER SPECIFICATIONS.

09-33 PROVIDE CERAMIC TILE OVER PREP MATERIAL OVER
EXISTING SUBFLOOR AND FRAMING

09-62 NEW OAK FLOORING (3/4"X2 1/2" VERIFY)  OVER EXISTING
3/4" SUBFLOOR, FINISH/COLOR TO MATCH EX. FLOOR.
FINISH ELEVATION TO MATCH ADJACENT FLOOR
ELEVATION, SEE NOTE 9-63

09-63 EXISTING OAK FLOORING, SAND AND REFINISH, REPLACE
DAMAGED BOARDS. NOTE, WHEN EACH FLOOR IS
REPAIRED, THE ENTIRE FLOOR IS TO BE SANDED TO A
SMOOTH FINISH, SEALED AND TWO COATS CLEAR
VARNISH FINISH.

09-65 NEW OAK FLOORING TO MATCH EXISTING (3/4"X2 1/2"
VERIFY) OVER 3/4" PLYWOOD SUBFLOOR OVER SLOPING
FURRING STRIPS AT 12" O.C.  FINISH ELEVATION TO MATCH
ADJACENT RECEPTION AREA 104.

KEY PLAN
SCALE : NTS

 1/2" = 1'-0"
4 STAIR SECTION - FRONT

LODGE RENOVATIONLODGE RENOVATION

 1/2" = 1'-0"
8 RAMP SECTION

 1" = 1'-0"
6 RAILING SECTION

 1" = 1'-0"
7 TYPICAL RAILING ELEVATION

 1/2" = 1'-0"
5 REAR STAIR SECTION
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LODGE BUILDING - INTERIOR ELEVATIONS,
SCHEDULES AND DETAILS

A-400L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

DOOR SCHEDULE

MARK WIDTH HEIGHT PANEL TYPE FRAME TYPE GLAZING TYPE
HARDWARE

GROUP HEAD JAMB SILL COMMENTS

001A 2' - 11" 6' - 8" WD-3 WD-001 SING./TEMP. #4 4 SIM/A-500L 9 SIM/A-500L 3/A-400T EXISTING DOOR AND FRAME TO REMAIN
001B 2' - 0" 5' - 0" WD-3 SIM WD-001 - #2 15 SIM/A-500L 20 SIM/A-500L - EXISTING DOOR AND FRAME TO REMAIN
002 3' - 0" 6' - 8" WD-2 WD-001 - #2 17 SIM/A-500L 17 SIM/A-500L - EXISTING DOOR AND FRAME TO REMAIN
103A 2' - 8" 6' - 8" SING. CABINET N/A N/A N/A FRAME TO REMAIN, PROVIDE NEW DOOR
103B 3' - 0" 6' - 8" WD-3 WD-001 SING./TEMP. 15/A-500L 20/A-500L - EXISTING DOOR AND FRAME TO REMAIN
103C 3' - 0" 6' - 8" WD-1 WD-001 - #1 15/A-500L 20/A-500L - EXISTING FRAME TO REMAIN, PROVIDE NEW DOOR
104 3' - 0" 6' - 8" WD-3 WD-001 SING./TEMP. #8 4 SIM/A-500L 9 SIM/A-500L 3/A-400T EXISTING DOOR AND FRAME TO REMAIN
106 3' - 0" 6' - 8" WD-1 WD-001 - #3 15/A-500L 20/A-500L - NEW DOOR AND FRAME
107 2' - 7" 6' - 8" WD-1 WD-001 - #2 15/A-500L 20/A-500L - EXISTING DOOR TO REMAIN, REVERSE SWING
109 3' - 0" 6' - 8" WD-3 WD-001 SING./TEMP. #1 4 SIM/A-500L 9 SIM/A-500L - EXISTING DOOR AND FRAME TO REMAIN
109A 3' - 0" 6' - 8" WD-3 WD-001 SING./TEMP. #4 6 SIM/A-500L 6 SIM/A-500L 3/A-400T FRAME TO REMAIN, PROVIDE NEW DOOR
202A 2' - 8" 6' - 8" WD-1 WD-001 - #1 15/A-500L 20/A-500L - FRAME TO REMAIN, PROVIDE NEW DOOR
202B 2' - 8" 6' - 8" WD-1 WD-001 15/A-500L 20/A-500L FRAME TO REMAIN, PROVIDE NEW DOOR
203 2' - 6" 6' - 8" WD-1 WD-001 - #2 15/A-500L 20/A-500L - FRAME TO REMAIN, PROVIDE NEW DOOR
204 2' - 11" 6' - 8" WD-1 WD-001 - #1 15/A-500L 20/A-500L - FRAME TO REMAIN, PROVIDE NEW DOOR
205 2' - 6" 6' - 8" WD-1 WD-001 - #2 15/A-500L 20/A-500L - PROVIDE NEW DOOR AND FRAME
206 2' - 8" 6' - 8" WD-1 WD-001 - #1 15/A-500L 20/A-500L - EXISTING DOOR AND FRAME TO REMAIN
207 2' - 6" 6' - 8" WD-1 WD-001 - #2 15/A-500L 20/A-500L - FRAME TO REMAIN, PROVIDE NEW DOOR
208 2' - 8" 6' - 8" WD-1 WD-001 - #3 15/A-500L 20/A-500L - FRAME TO REMAIN, PROVIDE NEW DOOR
209 2' - 8" 6' - 8" WD-1 WD-001 - #2 15/A-500L 20/A-500L - EXISTING DOOR AND FRAME TO REMAIN

ROOM FINISH SCHEDULE

NUMBER NAME
FLOOR
FINISH BASE FINISH

WALLS CEILING
COMMENTSWEST EAST NORTH SOUTH FINISH

001 BASEMENT UNFINISHED UNFINISHED - - - - -
002 BASEMENT UNFINISHED UNFINISHED - - - - -
102 ENTRY PORCH OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 OVER

STUCCO
BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

103 OFFICE OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

104 RECEPTION OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

105 OFFICE OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

106 UNISEX TOILET TILE 1 TILE 1 TILE 2, TILE 3,
PAINT 4

TILE 2, TILE 3,
PAINT 4

TILE 2, TILE 3,
PAINT 4

TILE 2, TILE 3,
PAINT 4

PAINT 1

107 COPY OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

108 FILING OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

109 STAFF BREAK OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

110 HALL OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

201 CORRIDOR OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

202 CONFERENCE/OFFICE OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

203 STORAGE OAK PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

204 OFFICE OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

205 STORAGE OAK PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

206 OFFICE OAK PAINT 1 PAINT 4 PAINT 4 PAINT 4 PAINT 4 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

207 STORAGE OAK PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

208 UNISEX TOILET TILE 1 TILE 1 TILE 2, TILE 3,
PAINT 4

TILE 2, TILE 3,
PAINT 4

TILE 2, TILE 3,
PAINT 4

TILE 2, TILE 3,
PAINT 4

PAINT 1

209 MECH OAK PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 PAINT 1 BASE: 1X6 OAK BASEBOARD W/ 3/4" SHOE,
PAINT TO MATCH WALL

 1/4" = 1'-0"
10 MOUNTING HEIGHTS

 1/4" = 1'-0"
5 109 STAFF BREAK - SOUTH

 1/4" = 1'-0"
2 106 UNISEX TOILET - NORTH

 1/4" = 1'-0"
3 106 UNISEX TOILET - SOUTH

 1/4" = 1'-0"
4 106 UNISEX TOILET - WEST

 1/4" = 1'-0"
1 TYPICAL TILE ELEVATION

09-23 5/8" TYPE 'X' GYPSUM BOARD.  PAINT PER
SPECIFICATIONS

09-31 TILE, TYPE 2
09-32 TILE, TYPE 3
09-34 BULLNOSE METAL TRIM, TYP. SEE 11/A4.00
09-35 COVE TRIM AT BASE, TYP.
09-36 TILE, SEE ELEVATION 1/A-400L.
10-23 18" GRAB BAR
10-24 36" GRAB BAR
10-25 42" GRAB BAR
10-26 MIRROR
10-27 TOILET PAPER DISPENSER
10-37 SURFACE MOUNTED SOAP DISPENSOR
12-38 FINISHED END PANELS, TYP.
12-41 WOOD CABINET
12-42 QUARTZ COUNTERTOP

KEYNOTES:

1. SHEET SIZE FOR PROPER SCALE IS 30" X 42", HOWEVER
CONTRACTOR SHALL NOT SCALE DRAWINGS BUT SHALL REQUEST
THE DESIRED DIMENSIONS FROM THE ARCHITECT.

2. REFERENCE TYPICAL MOUNTING HEIGHTS ELEVATION SHEET A-400L.

3. DIMENSIONS ARE TO FACE OF STUD AT ONE SIDE OF WALL.

4. RESTORE EXISTING DOOR AND DOOR FRAMES AS NOTED, SEE
SPECIFICATIONS 08 52 10.

GENERAL NOTES:

KEY PLAN
SCALE : NTS

 1/4" = 1'-0"
6 107 COPY - EAST

 1/4" = 1'-0"
7 208 UNISEX TOILET - NORTH

 1/4" = 1'-0"
9 208 UNISEX TOILET - SOUTH

 1/4" = 1'-0"
8 208 UNISEX TOILET - EAST

 1/2" = 1'-0"
DOOR ELEVATIONS

LODGE RENOVATION

E.T.R

 3" = 1'-0"
11 TILE TRIM PROFILES

N/A N/A

* NOTE: BECAUSE OF HISTORICAL REHABILITATION, EXISTING DOORS NOT MEETING A.D.A. WIDTHS WILL BE EXEMPTED.

*
*
*
*
*
*

*

*

*

** GYPSUM BOARD AT WALLS AND CEILING TO BE MOISTURE RESISTANT.

**

**

 1/2" = 1'-0"
DOOR FRAME ELEVATION

 1/2" = 1'-0"
13 WINDOW FRAME ELEVATION

 1/2" = 1'-0"
12 WINDOW ELEVATION
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TOILET ROOM ACCESSORY SCHEDULE
GB18 18" Grab bar
GB36 36" Grab bar
GB42 42" Grab bar
TP1 Toilet paper dispenser - surface mounted - NIC



6" BATT INSULATION, R19,
FACED

5/8" TYPE 'X' GYP BD

EX 1/2" X 1" WD TRIM, STRIP
PAINT & REPAINT PER IH-1

EX 3/4" X 3 1/2"  WD TRIM,
STRIP & REPAINT PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

1X TRIM BD AT SOFFIT
OVER EXIST. ROOF
FRAMING

1X4 FASCIA OVER
1X8 SUB-FASCIA,
PAINT

22 GA. FLASHING,
PAINT TO MATCH
WD TRIM

NEW 1/2" PLYWOOD OVER
EX 3/4"  SHEATHING

NEW SINGLE PLY ROOF OVER PROTECTION MAT

COPPER GUTTER
WITH SUPPORTS
AT 24" O.C.

6" BATT INSULATION, R19, FACED

5/8" TYPE 'X' GYP BD

EX 1/2" X 1" WD TRIM, STRIP
PAINT & REPAINT PER IH-1

EX 3/4" X 3 1/2"  WD TRIM,
STRIP & REPAINT PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

1" X 8" SUB FASCIA
OVER  EX ROOF
FRAMING, PAINT

1" X 4" FASCIA,
PAINT

22 GA. CU.
FLASHING,
PAINT TO
MATCH
WD TRIM

EX 3/4"  ROOF SHEATHING

EX STUD WALL FRAMING

EX PLASTER WALL,
REFINISH & REPAINT

ASPHALT SHINGLES OVER
30# FELT OVER EX
ROOF SHEATHING

NEW 3 1/2" BATT
INSULATION, R=13

5/8" TYPE 'X' GYP BD

EX 1/2" X 1" WD TRIM
EA. SIDE,  REFINSIH PER IH-1

EX 3/4" X 3 1/2"  WD TRIM
EA. SIDE, REFINISH PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

18 GA. CU. FLASHING,
PAINT TO MATCH
WD TRIM

FIBER CEMENT
SHINGLES OVER
BLG WRAP OVER
EX WD SHEATHING

EXTERIOR

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WALL: SCRAPE,
RESAND BRICK/CMU
SURFACE, REPAINT

CAULK AROUND ALL
EXPOSED JOINTS

EX 1/2" X 1" WDW TRIM,
REFINSIH PER IH-1

EX 3/4" X 3 1/2"  WDW TRIM,
REFINISH PER IH-1

EXTERIOR

NEW 1/2" X 1" WD TRIM
EA. SIDE, TYP.

NEW 3/4" X 3 1/2"  WD TRIM
EA. SIDE,  TYP.

EX 3/4" JAMB, REMOVE
HARDWARE & FILL, STRIP
PAINT & REPAINT PER IH-1

EX PLASTER WALL,  REFINISH
& REPAINT

EX STUD WALL FRAMING

EX PLASTER WALL,  REFINISH
& REPAINT

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX STUCCO FINISH, PATCH,
REPAIR, AND REPAINT

NEW BLOWN-IN
INSULATION, R=13

EXTERIOR

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

NEW 3 1/2" BATT
INSULATION, R=13

EX STUCCO FINISH,
REMOVE TO
SHEATHING.  PROVIDE
NEW PER SPECS. NEW 5/8" TYPE 'X'

GYPSUM BOARD

EXTERIOR

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

NEW BLOWN-IN
INSULATION, R=13

FIBER CEMENT
SHINGLES OVER
BLG WRAP OVER
EXISTING SHEATHING EX PLASTER WALL,  REFINISH

& REPAINT

EXTERIOR

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WALL: SCRAPE,
RESAND BRICK/CMU
SURFACE, REPAINT

EX WINDOW SILL,
REFINISH PER IH-1

CAULK

EXTERIOR

EX WALL:
SCRAPE,
RESAND
BRICK/CMU
SURFACE,
REPAINT

EX WALL:
SCRAPE,
RESAND
BRICK/CMU
SURFACE,
REPAINT

EX 3/4" JAMB, REMOVE
HARDWARE & FILL, STRIP
PAINT & REPAINT PER IH-1

NEW 1/2" X 1" WD TRIM
EA. SIDE, TYP.

NEW 3/4" X 3 1/2"  WD TRIM
EA. SIDE,  TYP.

EX PLASTER WALL,  REFINISH
& REPAINT

EX STUD WALL FRAMING

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW TRIM,
REFINISH PER IH-1

EXTERIOR

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

NEW 5/8" TYPE 'X' GYP BD

EX WINDOW SILL,
REFINISH PER IH-1

NEW 3 1/2" BATT
INSULATION, R=13

22 GA. COPPER
FLASHING, PAINT TO
MATCH ROOF

ASPHALT SHINGLES
OVER30# FELT OVER EX
ROOF SHEATHING

EXTERIOR

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

EX WINDOW JAMB,
REFINISH PER IH-1

CAULK

EXTERIOR

EX WALL: SCRAPE,
RESAND BRICK/CMU
SURFACE, REPAINT

EX WALL:
SCRAPE,
RESAND
BRICK/CMU
SURFACE,
REPAINT

18 GA. COPPER
FLASHING, PAINT TO
MATCH SHINGLES

FIBER CEMENT
SHINGLES OVER
BLG WRAP OVER
EX SHEATHING

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

NEW 5/8" TYPE 'X' GYP BD

EX WINDOW SILL,
REFINISH PER IH-1

NEW 3 1/2" BATT
INSULATION, R=13

EXTERIOR

EX 3/4" JAMB, REMOVE
HARDWARE & FILL, STRIP
PAINT & REPAINT PER IH-1

EX 1/2" X 1" WD TRIM EA. SIDE,
STRIP PAINT & REPAINT PER
IH-1

EX PLASTER WALL EA. SIDE,
REFINISH & REPAINT

EX STUD WALL FRAMING

EX 3/4" X 3 1/2" WD TRIM EA.
SIDE, STRIP PAINT & REPAINT
PER IH-1

NEW 1 3/8" DOOR,
SEE SCHEDULE

EX WINDOW TRIM,
REFINISH PER IH-1

EX WINDOW SASH,
REFINISH PER IH-1

NEW 5/8" TYPE 'X' GYP BD

EX WINDOW SILL,
REFINISH PER IH-1

NEW 3 1/2" BATT
INSULATION, R=13

EX EXTERIOR FINISH
TO BE REPAINTED

NEW 1/2" X 1" WD TRIM
EA. SIDE, TYP.

NEW 3/4" X 3 1/2"  WD TRIM
EA. SIDE,  TYP.

NEW 3/4" JAMB STOCK
AND STOP

EX MASONRY WALL (WINDOW
REMOVED)

NEW 1 3/8" DOOR,
SEE SCHEDULE

NEW 1 3/8" DOOR,
SEE SCHEDULE

NEW 1/2" X 1" WD TRIM
EA. SIDE, TYP.

NEW 3/4" X 3 1/2"  WD TRIM
EA. SIDE,  TYP.

NEW 3/4" JAMB STOCK
AND STOP

5/8" TYPE 'X' GYP BD, EA. SIDE

NEW 2X STUD WALL W/
3 1/2" BATT INSULATION, R=13

NEW 1 3/8" DOOR,
SEE SCHEDULE

NEW 1/2" X 1" WD TRIM
EA. SIDE, TYP.

NEW 3/4" X 3 1/2"  WD TRIM
EA. SIDE,  TYP.

NEW 3/4" JAMB STOCK
AND STOP

5/8" TYPE 'X' GYP BD, EA. SIDE

NEW 2X STUD WALL W/
3 1/2" BATT INSULATION, R=13

EX 3/4" JAMB, REMOVE
HARDWARE & FILL, STRIP
PAINT & REPAINT PER IH-1

NEW 1 3/8" DOOR,
SEE SCHEDULE

EX 1/2" X 1" WD TRIM EA. SIDE,
STRIP PAINT & REPAINT PER IH-1

EX 3/4" X 3 1/2" WD TRIM EA.
SIDE, STRIP PAINT & REPAINT
PER IH-1

EX PLASTER WALL EA. SIDE,
REFINISH& REPAINT

EX STUD WALL FRAMING
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LODGE BUILDING - DOOR AND WINDOW
DETAILS

A-500L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESEE

865CM3029

 3" = 1'-0"
1 WINDOW HEAD - EXISTING

 3" = 1'-0"
2 WINDOW HEAD - EXISTING

 3" = 1'-0"
3 WINDOW HEAD - EXISTING

 3" = 1'-0"
4 WINDOW HEAD - EXISTING

 3" = 1'-0"
5 DOOR HEAD - EXISTING

 3" = 1'-0"
6 WINDOW JAMB - EXISTING

 3" = 1'-0"
7 WINDOW JAMB - EXISTING

 3" = 1'-0"
8 WINDOW JAMB - EXISTING

 3" = 1'-0"
14 WINDOW SILL - EXISTING

 3" = 1'-0"
10 DOOR JAMB - EXISTING

 3" = 1'-0"
11 WINDOW JAMB - EXISTING

 3" = 1'-0"
12 WINDOW SILL - EXISTING

 3" = 1'-0"
9 WINDOW JAMB - EXISTING

 3" = 1'-0"
13 WINDOW SILL - EXISTING

 3" = 1'-0"
15 DOOR HEAD - EXISTING

 3" = 1'-0"
16 WINDOW SILL - EXISTING

 3" = 1'-0"
17 DOOR HEAD - NEW (JAMB SIM.)

 3" = 1'-0"
18 DOOR JAMB - NEW

 3" = 1'-0"
19 DOOR JAMB - NEW

 3" = 1'-0"
20 DOOR JAMB - EXISTING

50 90



ASPHALT SHINGLES
OVER 30# FELT
OVER NEW 1/2"
SHEATHING

22 GA COPPER
COUNTER
FLASHING

WRAP SINGLE
PLY ROOF
FLASHING,
PROVIDE
TERMINATION
BAR, CONNECT
TO EXISTING
FASCIA

22 GA COPPER
FLASHING

CONTINUOUS 1X4
OVER 1X8 FASCIA

EXISTING ROOF
FRAMING TO REMAIN

ASPHALT SHINGLES
OVER 30# FELT
OVER EX ROOF
SHEATHING

EXISTING WALL
TO REMAIN

22 GA COPPER
FLASHING

22 GA COPPER GUTTER WITH
SUPPORTS AT 24" O.C.

ASPHALT SHINGLES
OVER 30# FELT OVER
NEW 1/2" SHEATHING

EXISTING FASCIA
TO REMAIN

EXISTING ROOF
FRAMING TO REMAIN 4"

4"
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7/20/2015

LODGE BUILDING - DETAILS

A-501L

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

AuthorChecker

MADISON, TENNESEE

865CM3029

 3" = 1'-0"
3 ROOF DETAIL

 3" = 1'-0"
2 ROOF DETAIL

 3" = 1'-0"
1 ROOF DETAIL

1. PROVIDE SHOP DRAWINGS FOR ALL GUTTER AND DOWNSPOUT
MATERIALS, WELDING OF JOINTS, HANGERS.

2. FOR JOINT SPACINGS, WELDING, HANGERS, JOINTS, SEE
SPECIFICATIONS 07 60 00.

GENERAL NOTES:
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A-100R 4

A-100R

A-100R

A-100R

3

6

5

A

B

C

D

1 2

10
' -

 0
"

28
' -

 9
"

10
' -

 0
"

48
' -

 9
"

DN

DN

19' - 0"

06-01

09-0109-01

05-04

05-04

05-04

04-01

04-01

05-04

D
A

M
A

G
E

D
 S

O
F

F
IT

 T
R

IM
 A

B
O

V
E

13
' -

 5
"

05-12

05-12

A

B

C

D

1 2

6"
 / 

12
"

6"
 / 

12
"

6" / 12"6" / 12"

05-01

05-02.2

1

A-400R

4

A-400R

48
' -

 9
"

4

A-400R

1

A-400R

1

A-400R

19' - 0"

1

A-400R

4

A-400R

4

A-400R

05-02.2

05-02.1

05-02.1

05-02.2

05-02.2

05-02.1

05-02.1

GRADE
100' - 0"

FLOOR PLAN
105' - 0"

T.O. MASONRY
117' - 3 1/2"

1 2

B.O. ROOF BEARING
121' - 5"

05-01

05-02

04-01

05-04

03-02

GRADE
100' - 0"

FLOOR PLAN
105' - 0"

T.O. MASONRY
117' - 3 1/2"

ABCD

B.O. ROOF BEARING
121' - 5"

05-04

04-01

05-01

05-04

05-02

03-02

05-04

05-12
05-12

05-13 05-13

03-50 03-50

GRADE
100' - 0"

FLOOR PLAN
105' - 0"

T.O. MASONRY
117' - 3 1/2"

12

B.O. ROOF BEARING
121' - 5"

05-01

05-02

05-04

04-01

03-02

GRADE
100' - 0"

FLOOR PLAN
105' - 0"

T.O. MASONRY
117' - 3 1/2"

A B C D

B.O. ROOF BEARING
121' - 5"

04-01

05-04

05-01

03-02

03-03

05-02

05-04 03-03

05-04

2X4, ANCHOR
TO WALL

EXISTING CEILING

WOOD MOLDING
OAK, ATTACH TO
ANCHOR

EXISTING WALL

VERIFY
5"

V
E

R
IF

Y
6"

1"

1"
1/

2"

1/2"

R 0' - 4"

R 0' - 
0 1/2"
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ROSTRUM STRUCTURE - PLANS,
ELEVATIONS AND DETAILS

A-100R

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESSEE

865CM3029

 1/8" = 1'-0"
1 FLOOR PLAN

 1/8" = 1'-0"
2 ROOF PLAN

 1/8" = 1'-0"
3 SOUTH ELEVATION

 1/8" = 1'-0"
4 WEST ELEVATION

 1/8" = 1'-0"
5 NORTH ELEVATION

 1/8" = 1'-0"
6 EAST ELEVATION

KEYNOTES:

03-02 EXISTING PRECAST CONCRETE ENTABLATURE, ENTIRE
STRUCTURE, TO BE STEAM CLEANED.

03-03 EXISTING PRECAST CONCRETE COLUMNS TO BE STEAM CLEANED,
4 PLACES.

03-50 PRECAST CONCRETE SPLASH BLOCK
04-01 EXISTING LIMESTONE FIELDSTONE WALL: ENTIRE STRUCTURE TO

BE STEAM CLEANED, APPROX. 50% OF ENTIRE STRUCTURE
REQUIRES TUCKPOINTING W/ CONVEX, ROUNDED JOINTS. BROKEN
STONE REPLACEMENT IS REQUIRED, 14 PLACES, MATCH EXISTING
MATERIALS.

05-01 REPLACE EXISTING ROOFING WITH NEW COPPER ROOFING,
STANDING SEAM. PROVIDE NEW 5/8" WOOD SHEATHING AND 30#
FELT UNDERLAYMENT, SEE SPECIFICATIONS 07 61 16.

05-02 REPLACE EXISTING GUTTER WITH NEW COPPER GUTTER, SEE
2/A-100R FOR SIZES.  SEE DETAILS ON SHEET A-400R.

05-02.1 REPLACE EXISTING GUTTER WITH NEW 12" COPPER GUTTER, SEE
DETAIL 1/A-400R.

05-02.2 REPLACE EXISTING GUTTER WITH NEW 8" COPPER GUTTER, SEE
DETAIL 4/A-400R.

05-04 EXISTING WROUGHT IRON RAILINGS AND STAIR RAILS TO BE
CLEANED & STRIPPED PER SPEC SECTION 09 90 01 AND PAINTED
PER SPEC SECTION 09 09 03.

05-12 NEW COPPER DOWNSPOUT, SEE DETAIL 1/A-400R.
05-13 NEW DECORATIVE DOWNSPOUT CAP, SEE PHOTO OF EXISTING

3/A-400R.
06-01 DAMAGED WOOD SOFFIT/MOLDING TRIM TO BE REPLACED AND

REFINISHED TO MATCH EXISTING, APPROX. 14 LINEAR FEET, SEE
DEATIL 7/A-100R.

09-01 PLASTER CEILING TO BE SANDED AND REPAINTED, MATCH
EXISTING

GENERAL NOTES:

15. DISRUPTED EXISTING CONDITIONS I.E. LANDSCAPING, LIGHTING,
IRRIGATION, PEDESTRIAN AND VEHICLE ACCESS SHOULD BE MINIMAL,
AND REPLACED AT THE END OF CONSTRUCTION TO THE SAME
CONDITIONS PRIOR TO CONSTRUCTION DISRUPTION.

KEY PLAN
SCALE : NTS

ROSTRUM
STRUCTURE

N N

52 90

 6" = 1'-0"
7 SOFFIT/MOLDING TRIM

14. IT IS THE INTENT OF THESE CONTRACT DOCUMENTS TO DEFINE A
COMPLETE FINISHED FACILITY. ANY MATERIAL, SYSTEM,
EQUIPMENTS OR ASSEMBLY WHICH NORMALLY WOULD BE REQUIRED
SHALL BE PROVIDED AS IF SPECIFICALLY NOTED.

13. COORDINATE WITH ALL TRADES THE LOCATIONS OF SLEEVES OR
OTHER PRESET ACCESSORIES INVOLVING OTHER TRADES.

12. WHEN A SYSTEM OR ASSEMBLY IS CALLED OUT FOR, ALL
NECESSARY PARTS AND MATERIALS REQUIRED FOR A COMPLETE
INSTALLATION/SYSTEM SHALL BE AND INSTALLED ACCORDING TO
THE MANUFACTURERS INSTRUCTIONS.

11. PROVIDE ADEQUATE CONCEALED BLOCKING AND ANCHORING FOR
ALL CEILING AND WALL MOUNTED EQUIPMENT, HARDWARE AND
ACCESSORIES.

10. THE CONTRACTORS SHALL GUARANTEE ALL WORKMANSHIP AND
MATERIALS FOR A PERIOD OF ONE (1) YEAR FROM THE DATE OF
SUBSTANTIAL COMPLETION OR AS OTHERWISE REQUIRED IN THE
SPECIFICATIONS.

9. THE CONTRACTOR SHALL PAY FOR ALL FEES, PERMITS, LICENSES,
ETC., NECESSARY FOR PROPER COMPLETION OF THE WORK.

8. ALL WORK AS OUTLINED IN THESE DOCUMENTS, SHALL STRICTLY
CONFORM TO ALL APPLICABLE CODES AND ORDINANCES, IN THE
EVENT OF A CONFLICT, THE MORE STRINGENT REQUIREMENT
SHALL GOVERN AND BE MET.

7. WHERE LACK OF INFORMATION, OR ANY DISCREPANCY SHOULD
APPEAR IN THE DRAWINGS OR SPECIFICATIONS, REQUEST
WRITTEN INTERPRETATION FROM THE ARCHITECT BEFORE
PROCEEDING WITH THAT PORTION OF THE WORK.

6. NO CHANGES, MODIFICATIONS OR DEVIATIONS SHALL BE MADE
FROM THE DRAWINGS OR SPECIFICATIONS WITHOUT FIRST SECURING
WRITTEN PERMISSION FROM THE ARCHITECT.

5. ANY EXISTING UTILITIES TO BE ABANDONED SHALL BE PROPERLY
DISCONNECTED, PLUGGED OR CAPPED, AS REQUIRED BY CODE OR
SOUND CONSTRUCTION PRACTICE.

4. THE CONTRACTORS SHALL TAKE ALL NECESSARY PRECAUTIONARY
MEASURES TO PROTECT THE PUBLIC AND ADJACENT PROPERTIES
FROM DAMAGE THROUGHOUT CONSTRUCTION.

3. TOP OF INTERIOR PARTITION WALLS EXTEND TO UNDERSIDE OF
STRUCTURE UNLESS NOTED OTHERWISE.

2. DIMENSIONS ARE FROM FACE OF STUD/CENTER OF WINDOW
UNLESS NOTED OTHERWISE.

1. SHEET SIZE FOR PROPER SCALE IS 30" X 42", CONTRACTOR SHALL
NOT SCALE DRAWINGS BUT SHALL REQUEST DESIRED DIMENSIONS
FROM THE ARCHITECT. VERIFY ALL EXISTING CONDITIONS,
ELEVATIONS, AND DIMENSIONS BEFORE PROCEEDING WITH ANY
PORTION OF WORK.



1'-0" VERIFY

4" X 3" DOWNSPOUT

BATTEN BEYOND

ROOF TURN DOWN

1' - 0"

6"
8"

9 1/2"

BOTTOM OF GUTTER BEYOND

1/4" GUTTER SUPPORT @ 24" O.C.

DECORATIVE DOWNSPOUT CAP,
SEE PHOTO OF EXIST

DOWNSPOUT BRACKET, BOLT TO MASONRY

EXISTING PRECAST CONCRETE
ENTABLATURE BEYOND

6"
.

1"X1" DRIP

COPPER ROOFING, FLASHING,
DOWNSPOUTS, GUTTERS, ETC.
FOR THICKNESSES, SEE
SPECIFICATION 07 61 16.

4" X 3" DOWNSPOUT

ROOF TURN DOWN

1/4" GUTTER SUPPORT @ 24" O.C.

DECORATIVE DOWNSPOUT CAP, MATCH EXISTING SHAPE,
SEE PHOTO OF EXIST

DOWNSPOUT BRACKET, BOLT TO MASONRY

EXISTING PRECAST CONCRETE
ENTABLATURE BEYOND

DECORATIVE DOWNSPOUT CAP
1' - 0"

1"1"

8"

COPPER ROOFING, FLASHING,
DOWNSPOUTS, GUTTERS, ETC.
FOR THICKNESSES, SEE
SPECIFICATION 07 61 16.

8" VERIFY IN FIELD

BATTEN BEYOND

ROOF TURN DOWN

BOTTOM OF GUTTER BEYOND

1/4" COPPER GUTTER SUPPORT @ 24" O.C.

6"

COPPER ROOFING, FLASHING,
DOWNSPOUTS, GUTTERS, ETC.
FOR THICKNESSES, SEE
SPECIFICATION 07 61 16.
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ROSTRUM STRUCTURE - ROOF DETAILS

A-400R

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESSEE

865CM3029

 3" = 1'-0"
1 GUTTER DETAIL - WIDE PROFILE

 3" = 1'-0"
2 GUTTER & DOWNSPOUT ELEVATION

PHOTO OF EXIST. DOWNSPOUT CAP

 3" = 1'-0"
4 GUTTER DETAIL - NARROW PROFILLE

KEY PLAN
SCALE : NTS

ROSTRUM
STRUCTURE

53 90
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4

7

6

WOMENS
101

MENS
104

A B

1

2

33' - 4"

26
' -

 0
"

A-400T 4

5

A-300T

6

A-300T

10' - 0" 10' - 8 3/4"

3

A-300T

4

A-300T

I1

I1

E1

E1

101

10
2

104

5

11' - 3 3/4" 10' - 8 1/2" 11' - 3 3/4"

1' - 4" 8' - 8" 1' - 4"1' - 4" 8' - 8"

10' - 0"

FAMILY TOILET
102

UTILITY
103

10
3

26
' -

 0
"

10
' -

 0
"

6'
 -

 0
"

10
' -

 0
"

10
' -

 0
"

6'
 -

 0
"

10
' -

 0
"

E2 E3 E2

E1

E1

E1

E1

I3

I2

22-23
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22-14
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7/
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NOTE: SEE SHEET A-400T FOR
  MOUNTING HEIGHTS
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1' - 6" 2' - 6" 3' - 4"

10-42
13-01

06-07

A B

1

2

5

A-300T

6

A-300T

3

A-300T

4

A-300T

09-52

110' - 0 3/4"

07-03

108' - 6"

108' - 6"
108' - 6"

108' - 6"

08-01

08-01

08-01

09-50

09-50
09-50

09-50

8' - 3 1/2" 4' - 9"

4'
 -

 6
"

6"
6'

 -
 4

"
6'

 -
 4

"
3'

 -
 0

"
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 -
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6'
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"
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 -
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"

5' - 0"
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"
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1' - 6"
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 -

 1
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6'
 -

 1
"

2' - 2"

5' - 3 1/2"
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 -
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 1

/8
"

1'
 -
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 1
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"

2' - 0"

6'
 -
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"

3'
 -

 7
"
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 -
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"3' - 0" 2' - 0"

1' - 6"

1' - 0"
2' - 6"

3' - 2"
3' - 0" 2' - 11" 2' - 4"

2'
 -

 0
"

2'
 -

 2
"

2'
 -

 4
"

E1

E2 I2

I1

EXT.

INT.

EXT.

INT.

E3

EXT.

INT.
I3

PORCELAIN TILE

5/8" CEMENT BOARD

8" METAL STUDS @ 16" O.C.

STUCCO FINISH COAT
OVER BROWN COAT

8" CMU, INSULATED

PORCELAIN TILE

PORCELAIN TILE

5/8" CEMENT BOARD

12" METAL STUDS @ 16" O.C.

STUCCO FINISH COAT OVER
BROWN COAT

8" CMU, INSULATED

3 5/8" METAL STUDS @ 16" O.C.

1/2" CEMENT BOARD

PORCELAIN TILE

PORCELAIN TILE

5/8" CEMENT BOARD

3 5/8" METAL STUDS
@ 16" O.C.

STUCCO FINISH COAT
OVER BROWN COAT

8" CMU, INSULATED

5/8" TYPE 'X' GYPSUM
BOARD

LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

AB

07-02

07-01

05-08

09-02.1

LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

12

09-03

09-02.1

B

05-0805-08

LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

A B

07-01

05-08

07-02

09-02.1

07-04

22-23

102

8'
 -

 0
"09-02.2

13-01

09-02.1

09-02.2

09-02.1

LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

1 2

6" 

12"

6" 

12"

09-02.1

09-03

07-04

07-04 B

05-08
05-08

Room name

101

BUILDING SECTION
DIRECTION OF SIGHT
DRAWING NUMBER
SHEET NUMBER

CEILING ELEVATION

1

A101

HEIGHT A.F.F.

EMERGENCY EXIT SIGN
PATH OF TRAVEL
EXIT SIGN TAG

ROOM TAG
ROOM NAME
ROOM NUMBER

ATTIC ACCESS HATCH
HATCH SYMBOL

MECHANICAL SUPPLY
SUPPLY SYMBOL

MECHANICAL RETURN
RETURN SYMBOL

ELECTRICAL FIXTURE
FIXTURE SYMBOL

8'-0"
CEILING TAG

ELECTRICAL FIXTURE
FIXTURE SYMBOL

517 7th street
rapid city sd  57701

p 605.342.9470
f 605.342.2377

www.4front.biz
FOURFRONT
D  E  S  I  G  N     I  N  C.

NCA DESIGN
AND

CONSTRUCTION
SERVICE

Project Number

Building Number

Drawing Number

Dwg.

DrawnCheckedDate

Location

Project TitleDrawing Title

Approved: Project Director

ARCHITECT/ENGINEERS:CONSULTANTS:

DateRevisions:

VA FORM 08-6231

o
n
e
 
e
ig
h
th
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
q
u
a
rt
e
r 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
e
ig
h
th
s
 
i n
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
h
a
lf
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
q
u
a
rt
e
rs
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
a
n
d
 
o
n
e
 
h
a
lf
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

0
4

8
1
6

0
4

8
0

4
0

4
6
"

0
2

6
"

0
2

6
"

0
1

6
"

F

E

D

C

B

A

1 2 3 4 5 6 7 8 9

F

E

D

C

B

A

1 2 3 4 5 6 7 8 9

Department of
Veterans Affairsof

BID DOCUMENTS

7/20/2015

TOILET BUILDING - PLANS, ELEVATIONS,
AND WALL TYPES

A-100T

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESSEE

865CM3029

 1/4" = 1'-0"
1 FLOOR PLAN

 1/4" = 1'-0"
33 RCP - Level 1

 1 1/2" = 1'-0"
WALL TYPES KEYNOTES:

GENERAL NOTES:

16. RECESSED LIGHT FIXTURES MAY NEED TO HAVE LOCATIONS
ADJUSTED IN FIELD TO ACCOMMODATE FRAMING MEMBERS.

05-08 CONTINUOUS COPPER GUTTERS
06-07 FRP PANEL 4'-0" HIGH, 4'-0" WIDE FROM NORTH CORNER
07-01 FIBER CEMENT SHINGLES, SEE SPECIFICATIONS
07-02 CONTINUOUS RIDGE VENT
07-03 PREFINISHED STEEL SOFFIT MATERIAL WITH CONTINUOUS

VENTING
07-04 4" X 3" COPPER DOWNSPOUT, TIE INTO STORM DRAIN (REF. CIVIL)
08-01 EXISTING ATTIC ACCESS PANEL
09-02.1 STUCCO FINISH, TEXTURE AND COLOR TO MATCH LODGE, PAINT

2. SEE WALL TYPES FOR DETAILS
09-02.2 STUCCO FINISH, TEXTURE TO MATCH LODGE, PAINT 7.  SEE WALL

TYPES FOR DETAILS
09-03 FIBER CEMENT SHINGLES AT GABLE END, COLOR TO MATCH

LODGE, PAINT 1.  SEE SPECIFICATION 07 46 60.
09-50 GYPSUM BOARD FINISH OVER WOOD FRAMING
09-52 CEMENT PLASTER/STUCCO FINISH OVER EXPANDED WIRE MESH

OVER ROOF TRUSS FRAMING
10-42 FIRE EXTINGUISHER AND LOCKABLE CABINET
12-03 UTILITY SHELF AT 36" AFF
13-01 GRAVESITE LOCATOR
22-05 FLOOR DRAIN (REF. MECHANICAL)
22-14 CLEAN OUT DRAIN (REF. MECHANICAL)
22-23 DUAL DRINKING FOUNTAIN, SHUT DOWN OVER WINTER MONTHS

(REF. MECHANICAL)

N

2

 1/8" = 1'-0"
4 NORTH ELEVATION

 1/8" = 1'-0"
5 EAST ELEVATION

 1/8" = 1'-0"
6 SOUTH ELEVATION

 1/8" = 1'-0"
7 WEST ELEVATION

KEY PLAN
SCALE : NTS

RESTROOM

 1/2" = 1'-0"
CEILING SYMBOL LEGEND

N

54 90

14. IT IS THE INTENT OF THESE CONTRACT DOCUMENTS TO DEFINE A
COMPLETE FINISHED FACILITY. ANY MATERIAL, SYSTEM, EQUIPMENTS
OR ASSEMBLY WHICH NORMALLY WOULD BE REQUIRED SHALL BE
PROVIDED AS IF SPECIFICALLY NOTED.

15. DISRUPTED EXISTING CONDITIONS I.E. LANDSCAPING, LIGHTING,
IRRIGATION, PEDESTRIAN AND VEHICLE ACCESS SHOULD BE
MINIMAL, AND REPLACED AT THE END OF CONSTRUCTION TO THE
SAME CONDITIONS PRIOR TO CONSTRUCTION DISRUPTION.

13. COORDINATE WITH ALL TRADES THE LOCATIONS OF SLEEVES OR
OTHER PRESET ACCESSORIES INVOLVING OTHER TRADES.

12. WHEN A SYSTEM OR ASSEMBLY IS CALLED OUT FOR, ALL
NECESSARY PARTS AND MATERIALS REQUIRED FOR A COMPLETE
INSTALLATION/SYSTEM SHALL BE AND INSTALLED ACCORDING TO
THE MANUFACTURERS INSTRUCTIONS.

11. PROVIDE ADEQUATE CONCEALED BLOCKING AND ANCHORING FOR
ALL CEILING AND WALL MOUNTED EQUIPMENT, HARDWARE AND
ACCESSORIES.

10. THE CONTRACTORS SHALL GUARANTEE ALL WORKMANSHIP AND
MATERIALS FOR A PERIOD OF ONE (1) YEAR FROM THE DATE OF
SUBSTANTIAL COMPLETION OR AS OTHERWISE REQUIRED IN THE
SPECIFICATIONS.

9. THE CONTRACTOR SHALL PAY FOR ALL FEES, PERMITS, LICENSES,
ETC., NECESSARY FOR PROPER COMPLETION OF THE WORK.

8. ALL WORK AS OUTLINED IN THESE DOCUMENTS, SHALL STRICTLY
CONFORM TO ALL APPLICABLE CODES AND ORDINANCES, IN THE
EVENT OF A CONFLICT, THE MORE STRINGENT REQUIREMENT SHALL
GOVERN AND BE MET.  ADJUSTED IN FIELD TO ACCOMMODATE
FRAMING MEMBERS.

7. WHERE LACK OF INFORMATION, OR ANY DISCREPANCY SHOULD
APPEAR IN THE DRAWINGS OR SPECIFICATIONS, REQUEST  WRITTEN
INTERPRETATION FROM THE ARCHITECT BEFORE PROCEEDING WITH
THAT PORTION OF THE WORK.

6. NO CHANGES, MODIFICATIONS OR DEVIATIONS SHALL BE MADE
FROM THE DRAWINGS OR SPECIFICATIONS WITHOUT FIRST
SECURING WRITTEN PERMISSION FROM THE ARCHITECT.

5. ANY EXISTING UTILITIES TO BE ABANDONED SHALL BE PROPERLY
DISCONNECTED, PLUGGED OR CAPPED, AS REQUIRED BY CODE OR
SOUND CONSTRUCTION PRACTICE.

4. THE CONTRACTORS SHALL TAKE ALL NECESSARY PRECAUTIONARY
MEASURES TO PROTECT THE PUBLIC AND ADJACENT PROPERTIES
FROM DAMAGE THROUGHOUT CONSTRUCTION.

3. TOP OF INTERIOR PARTITION WALLS EXTEND TO UNDERSIDE OF
STRUCTURE UNLESS NOTED OTHERWISE.

2. DIMENSIONS ARE FROM FACE OF STUD/CENTER OF WINDOW UNLESS
NOTED OTHERWISE.

1. SHEET SIZE FOR PROPER SCALE IS 30" X 42", CONTRACTOR SHALL
NOT SCALE DRAWINGS BUT SHALL REQUEST DESIRED DIMENSIONS
FROM THE ARCHITECT. VERIFY ALL EXISTING CONDITIONS,
ELEVATIONS, AND DIMENSIONS BEFORE PROCEEDING WITH ANY
PORTION OF WORK.



LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

AB
4

A-300T

LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

1 23

A-300T

E1

A-300T
5

Sim

6" 

12"

6" 

12"

E2 E1

108' - 0"

12" CMU

LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

1

5/8" TYPE 'X' GYP BD
CEILING

A-300T
1

TYP.
1' - 6"

CONTINUOUS SOFFIT VENT

ASPHALT SHINGLE ROOFING

30# ROOFING FELT

5/8" WOOD SHEATHING

PREMANUFACTURED TRUSS,
REF. STRUCTURAL

12" BATT INSULATION

STUCCO FINISH COAT

STUCCO BROWN COAT

8" CMU, INSULATED

ENGINEERED FILL

4" BASE COURSE

4" CONCRETE SLAB,
REF. STRUCTURAL

FLOOR FINISH, REF.
FINISH SCHEDULE

VAPOR RETARDER

2" RIGID
INSULATION

BOTTOM OF
FOOTINGS, SEE
STRUCTURAL

6MIL VAPOR RETARDER

LEVEL 1
100' - 0"

JOIST BEARING
110' - 1 1/2"

B

5/8" TYPE 'X' GYP BD CEILING

B

6"

2" RIGID INSULATION

4" BASE COURSE

4" CONCRETE SLAB,
REF. STRUCTURAL

FLOOR FINISH, REF.
FINISH SCHEDULE

STUCCO FINISH COAT

STUCCO BROWN COAT

8" CMU, INSULATED

PORCELAIN TILE, REF.
FINISH SCHEDULE

FIBER CEMENT SHINGLES
TO MATCH LODGE

7/16" PLYWOOD SHEATHING

2X6 WOOD STUDS @ 16" OC

12" BATT INSULATION

PREMANUFACTURED TRUSS,
REF. STRUCUTRAL

5/8" PLYWOOD SHEATHING

30# ROOFING FELT

ASPHALT SHINGLE ROOFING

VAPOR RETARDER

BUILDING WRAP

A-400T
16

A-400T
13

22 GA COPPER FLASHING

CONTINUOUS SOFFIT

1X8 OVER 1X10 TREATED
FASCIA, PAINTED

6MIL VAPOR RETARDER

ENGINEERED FILL

BOTTOM OF
FOOTINGS, SEE
STRUCTURAL

1

CONTINUOUS 22 GA
COPPER GUTTER

CONTINUOUS SOFFIT VENT

1X8 TREATED FASCIA OVER
1X10 TREATED SUB-FASCIA,
ALL PAINTED

VENT BAFFLE

V-NOTCH IN BLOCKING

5/8" WOOD SHEATHING

30# ROOFING FELT UNDERLAYMENT

ICE & WATER SHIELD

ASPHALT SHINGLES

PREMANUFACTURED TRUSS,
SEE STRUCTURE

CONTINUOUS 18 GA
COPPER FLASHING

1/4" GUTTER TIES AT 24" O.C.

A B

1

2

6"
 / 

12
"

6"
 / 

12
"

1

A-300T

07-02

25' - 0"

05-08

05-08

22-13
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TOILET BUILDING -  SECTIONS AND
DETAILS

A-300T

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESSEE

865CM3029

 1/4" = 1'-0"
3 BUILDING SECTION A

 1/4" = 1'-0"
4 BUILDING SECTION B

 3/4" = 1'-0"
5 WALL SECTION A

 3/4" = 1'-0"
6 WALL SECTION B

 1 1/2" = 1'-0"
1 ROOF DETAIL

KEY PLAN
SCALE : NTS

 1/8" = 1'-0"
2 ROOF PLAN

RESTROOM

55 90

KEYNOTES:

05-08 CONTINUOUS COPPER GUTTERS
07-02 CONTINUOUS RIDGE VENT
22-13 VENT THROUGH ROOF (REF. MECHANICAL)

N



3'
 -

 0
"

2" VARIES 2"

3'
 -

 6
"

4'
 -

 0
"

ADA WATER CLOSET SOAP DISPENSER

FIRE EXTINGUISHER
W/ CABINET,

FIRE EXTINGUISHER
ON BRACKET

SINK AND MIRROR

TOWEL DISPENSER BABY CHANGING STATION DRINKING FOUNTAIN

4'
 -

 0
"

2'
 -

 9
"

10-26

TD1
BC1

ROOM SIGNAGE

T
O

 B
R

A
IL

E
4'

 -
 0

"

2"

17
"-

19
"

3' - 0" MAX.

1' - 0"
3' - 6"

1'
 -

 6
"

17
"-

19
"

6" MAX.3' - 0"

33
" 

- 
36

"

1'
 -

 7
"

1' - 6"

GB18

GB36

GB42

TP1

33
"-

36
"

3'
 -

 4
"

2'
 -

 1
0"

M
in

2'
 -

 3
"

3 
'- 

0"
 M

ax

3'
 -

 4
"

6"

Min
1' - 3"

22-23

10-24

10-23

10-25

10-3710-19 10-26

3'
 -

 0
"

2' - 6"

10-2609-37 10-1910-28

09-37

HM-F

7'
 -

 0
"

3' - 0"

HM-001

2" 3' - 0" 2"

7'
 -

 0
"

2"

NOTE: ALL EXTERIOR DOORS AND FRAMES TO BE GALVANIZED

HM-003

2" 3' - 0" 2"

7'
 -

 0
"

4"

DOOR, SEE SCHEDULE

HOLLOW METAL FRAME

SEALANT, BOTH SIDES

TILE, SEE SPECIFICAIONS

5/8" CEMENT BOARD, BOTH SIDES

2"

5 7/8"

DOOR, SEE SCHEDULE

GALVANIZED HOLLOW METAL
FRAME, GROUT SOLID

SEALANT AND BACKER ROD,
BOTH SIDES

TILE, SEE SCHEDULE

4"

STUCCO FINISH

10-23

10-25

10-24

10-27

09-37

10-37 10-26

3'
 -

 0
"

2' - 6"

10-24

09-37 13-01

3' - 6"

09-37

13-01 10-38

2' - 4"

09-37

10-28

DOOR, GALVANIZED,
SEE SCHEDULE

8" THRESHOLD,
SET IN SEALANT

CONCRETE SLAB

R
.O

.
5'

 -
 4

 3
/4

"
A

.F
.F

.
2'

 -
 7

 1
/4

"

2 
1/

2"

4'
 -

 1
1 

3/
4"

2 
1/

2"

13

A-400T

16

A-400T

15

A-400T

6' - 0" R.O.

13

A-400T
10-23

10-25

10-27

09-37
09-37

5/8" TYPE 'X' GYP
BD. CEILING

EXTERIOR STUCCO FINISH

8" CMU LINTEL, SEE STRUCT.

SEALANT, EACH SIDE

WD BLOCKING

MTL 'J' TRIM

FIXED ALUMINUM WINDOW,
SEE  SPECIFICATIONS

FIXED ALUMINUM WINDOW,
SEE SPECIFICATIONS

SEALANT & BACKER ROD,
EACH SIDE

4" X 9" CONCRETE SILL CAP

STUCCO FINISH COAT
OVER BROWN COAT

8" CMU, SEE STRUCT.

PORCELAIN TILE,
SEE FINISH SCHEDULEDRIP

09-31

09-35
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7/20/2015

TOILET BUILDING - INTERIOR ELEVATIONS,
SCHEDULES AND DETAILS

A-400T

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESSEE

865CM3029

ROOM FINISH SCHEDULE

NUMBER NAME
FLOOR
FINISH BASE FINISH

WALLS CEILING
REMARKSWEST EAST NORTH SOUTH FINISH HEIGHT

101 WOMENS TILE 1 TILE 2 TILE 2 TILE 2 TILE 2 TILE 2 PAINT 1 8'-0"
102 FAMILY TOILET TILE 1 TILE 2 TILE 2 TILE 2 TILE 2 TILE 2 PAINT 1 8'-0"
103 UTILITY CONCRETE RB1 PAINT 1/FRP

PANEL
PAINT 1 PAINT 1 PAINT 1 PAINT 1 8'-0" FRP 48"X48" ON WEST

WALL
104 MENS TILE 1 TILE 2 TILE 2 TILE 2 TILE 2 TILE 2 PAINT 1 8'-0"

 1/4" = 1'-0"
12 MOUNTING HEIGHTS

 1/4" = 1'-0"
4 RM 101 EAST - (RM 104 SIM.)

DOOR SCHEDULE

MARK WIDTH HEIGHT PANEL TYPE FRAME TYPE
HARDWARE

GROUP HEAD JAMB SILL COMMENTS

101 3' - 0" 7' - 0" HM-F HM-003 #5 1/A-400T 1/A-400T SIM. 3/A-400T GALVANIZED DOOR FRAME
102 3' - 0" 7' - 0" HM-F HM-003 #6 1/A-400T 1/A-400T SIM. 3/A-400T GALVANIZED DOOR FRAME
103 3' - 0" 7' - 0" HM-F HM-001 #2 2/A-400T 2/A400-T SIM. - GALVANIZED DOOR FRAME
104 3' - 0" 7' - 0" HM-F HM-003 #5 1/A-400T 2/A400-T SIM. 3/A-400T GALVANIZED DOOR FRAME

 1/4" = 1'-0"
5 RM 101 WEST - (RM 104 SIM.)

 1/2" = 1'-0"
DOOR AND FRAME ELEVATIONS

 3" = 1'-0"
2 DOOR DETAIL - HEAD/JAMB SIM.

 3" = 1'-0"
1 DOOR DETAIL - HEAD/JAMB SIM.

 1/4" = 1'-0"
8 RM 102 - NORTH

 1/4" = 1'-0"
9 RM 102 - EAST

 1/4" = 1'-0"
10 RM 102 - SOUTH

 1/4" = 1'-0"
11 RM 102 - WEST

 3" = 1'-0"
3 THRESHOLD DETAIL

 1/2" = 1'-0"
14 WINDOW A

KEY PLAN
SCALE : NTS

 1/4" = 1'-0"
6 RM 101 NORTH - (RM 104 SIM.)

 1/4" = 1'-0"
7 RM 101 SOUTH - (RM 104 SIM.)

 3" = 1'-0"
13 HEAD DETAIL, JAMB SIM.

 3" = 1'-0"
15 MULLION DETAIL

 3" = 1'-0"
16 WINDOW - SILL

TOILET ROOM ACCESSORY SCHEDULE
10-26 MIRROR
22-23 DUAL DRINKING FOUNTAIN, SHUT DOWN OVER WINTER MONTHS, REF. MECH.
A 42" GRAB BAR
B 18" GRAB BAR
BC1 BABY CHANGING STATION, SURFACE MOUNTED
C TOILET PAPER DISPENSER
D 36" GRAB BAR
GB18 18" GRAB BAR
GB36 36" GRAB BAR
GB42 42" GRAB BAR
TD1 TOWEL DISPENSER, SEMI-RECESSED, NIC
TP1 TOILET PAPER DISPENSER, SURFACE MOUNTED, NIC RESTROOM

 1/4" = 1'-0"
17 TYPICAL TILE ELEVATION

KEYNOTES:

09-31 TILE, TYPE 2
09-35 COVE TRIM AT BASE, TYP.
09-37 TILE, SEE ELEVATION 17/A-400T.
10-19 TOILET PARTITION, TYP.
10-23 18" GRAB BAR
10-24 36" GRAB BAR
10-25 42" GRAB BAR
10-26 MIRROR
10-27 TOILET PAPER DISPENSER
10-28 SURFACE MOUNTED WASTE RECEPTICAL AND

PAPER TOWEL DISPENSOR
10-37 SURFACE MOUNTED SOAP DISPENSOR
10-38 DIAPER CHANGING STATION
13-01 GRAVESITE LOCATOR
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A-100C

A-100C

3

6

5

A B

2

3

1

9'
 -

 0
"

27' - 0"

27
' -

 0
"

STORAGE
A101

7' - 0" 13' - 0" 7' - 0"

04-04

03-05

04-02

TYP.
5' - 2"

04-06

03-05

TYP.

04-03

4

A-300C

3

A-300C

101

E1

E1

E1

E2
TYP.

9'
 -

 0
"

A-300C
1

E2

(BELOW)

(BELOW)

5

A-300C

2

A-300C

STORAGE A101
WALL FINISH:
UNPAINTED CMU
FLOOR FINISH:
SEALED CONCRETE

5'
 -

 0
"

3'
 -

 4
"

FLOOR PLAN
100' - 0"

T.O. MASONRY
110' - 0"

AB

BO ROOF BEARING
112' - 9 1/2"

05-05

03-05

04-02

04-03

04-06

05-06

03-11

FLOOR PLAN
100' - 0"

T.O. MASONRY
110' - 0"

23 1

BO ROOF BEARING
112' - 9 1/2"

05-05

03-05

04-02

04-03

04-06

05-06

03-11

FLOOR PLAN
100' - 0"

T.O. MASONRY
110' - 0"

A B

BO ROOF BEARING
112' - 9 1/2"

05-05

03-05

04-02

04-03

04-06

4'
 -

 8
"

10' - 10"

04-0704-04

05-06

03-11

FLOOR PLAN
100' - 0"

T.O. MASONRY
110' - 0"

2 31

BO ROOF BEARING
112' - 9 1/2"

04-03

04-02

03-05

05-05

04-06

04-04

03-11

05-06

A B

2

3

1

6" / 12"

6"
 / 

12
"

6" / 12"

6" / 12"

6"
 / 

12
"

6" / 12"

05-05

05-06

4

A-300C

3

A-300C

6"
 / 

12
"

5

A-300C

6

A-300C

SIM

05-15

05-15

E1

EXT.

INT.

E2

EXT.

INT.

4" LIMESTONE VENEER

8" CMU

4" LIMESTONE VENEER, EA.
SIDE

8" CONCRETE, SEE
STRUCTURAL

A B

2

3

1

4

A-300C

3

A-300C

111' - 7 3/8"

112' - 8 7/8"

111' - 7 3/8"

5

A-300C

STORAGE
A101

11' - 10 3/8"

4' - 6 3/8" 7' - 4" 7' - 4" 4' - 6 3/8"

7'
 -

 4
"

5'
 -

 1
0"

1'
 -

 6
"

4'
 -

 6
 3

/8
"

09-06

8' - 0"

9'
 -

 0
"

07-11

08-06

07-11

07-11

07-11
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COMMITTAL SHELTER -  PLANS,
ELEVATIONS AND WALL TYPES

A-100C

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESSEE

865CM3029

 1/4" = 1'-0"
1 FLOOR PLAN

 1/8" = 1'-0"
3 NORTH ELEVATION

 1/8" = 1'-0"
4 EAST ELEVATION

 1/8" = 1'-0"
5 SOUTH ELEVATION

 1/8" = 1'-0"
6 WEST ELEVATION

 1/4" = 1'-0"
2 ROOF PLAN

KEYNOTES:

GENERAL NOTES:

1. SHEET SIZE FOR PROPER SCALE IS 30" X 42", CONTRACTOR SHALL
NOT SCALE DRAWINGS BUT SHALL REQUEST DESIRED DIMENSIONS
FROM THE ARCHITECT. VERIFY ALL EXISTING CONDITIONS,
ELEVATIONS, AND DIMENSIONS BEFORE PROCEEDING WITH ANY
PORTION OF WORK.

2. DIMENSIONS ARE FROM FACE OF STUD/CENTER OF WINDOW
UNLESS NOTED OTHERWISE.

3. TOP OF INTERIOR PARTITION WALLS EXTEND TO UNDERSIDE OF
STRUCTURE UNLESS NOTED OTHERWISE.

4. THE CONTRACTORS SHALL TAKE ALL NECESSARY PRECAUTIONARY
MEASURES TO PROTECT THE PUBLIC AND ADJACENT PROPERTIES
FROM DAMAGE THROUGHOUT CONSTRUCTION.

5. ANY EXISTING UTILITIES TO BE ABANDONED SHALL BE PROPERLY
DISCONNECTED, PLUGGED OR CAPPED, AS REQUIRED BY CODE
OR SOUND CONSTRUCTION PRACTICE.

6. NO CHANGES, MODIFICATIONS OR DEVIATIONS SHALL BE MADE
FROM THE DRAWINGS OR SPECIFICATIONS WITHOUT FIRST
SECURING WRITTEN PERMISSION FROM THE ARCHITECT.

7. WHERE LACK OF INFORMATION, OR ANY DISCREPANCY SHOULD
APPEAR IN THE DRAWINGS OR SPECIFICATIONS, REQUEST
WRITTEN INTERPRETATION FROM THE ARCHITECT BEFORE
PROCEEDING WITH THAT PORTION OF THE WORK.

8. ALL WORK AS OUTLINED IN THESE DOCUMENTS, SHALL STRICTLY
CONFORM TO ALL APPLICABLE CODES AND ORDINANCES, IN THE
EVENT OF A CONFLICT, THE MORE STRINGENT REQUIREMENT
SHALL GOVERN AND BE MET.

9. THE CONTRACTOR SHALL PAY FOR ALL FEES, PERMITS, LICENSES,
ETC., NECESSARY FOR PROPER COMPLETION OF THE WORK.

10. THE CONTRACTORS SHALL GUARANTEE ALL WORKMANSHIP AND
MATERIALS FOR A PERIOD OF ONE (1) YEAR FROM THE DATE OF
SUBSTANTIAL COMPLETION OR AS OTHERWISE REQUIRED IN THE
SPECIFICATIONS.

11. PROVIDE ADEQUATE CONCEALED BLOCKING AND ANCHORING FOR
ALL CEILING AND WALL MOUNTED EQUIPMENT, HARDWARE AND
ACCESSORIES.

12. WHEN A SYSTEM OR ASSEMBLY IS CALLED OUT FOR, ALL
NECESSARY PARTS AND MATERIALS REQUIRED FOR A COMPLETE
INSTALLATION/SYSTEM SHALL BE AND INSTALLED ACCORDING TO
THE MANUFACTURERS INSTRUCTIONS.

13. COORDINATE WITH ALL TRADES THE LOCATIONS OF SLEEVES OR
OTHER PRESET ACCESSORIES INVOLVING OTHER TRADES.

14. IT IS THE INTENT OF THESE CONTRACT DOCUMENTS TO DEFINE A
COMPLETE FINISHED FACILITY. ANY MATERIAL, SYSTEM, EQUIPMENTS
OR ASSEMBLY WHICH NORMALLY WOULD BE REQUIRED SHALL BE
PROVIDED AS IF SPECIFICALLY NOTED.

15. DISRUPTED EXISTING CONDITIONS I.E. LANDSCAPING, LIGHTING,
IRRIGATION, PEDESTRIAN AND VEHICLE ACCESS SHOULD BE MINIMAL,
AND REPLACED AT THE END OF CONSTRUCTION TO THE SAME
CONDITIONS PRIOR TO CONSTRUCTION DISRUPTION.

16. RECESSED LIGHT FIXTURES MAY NEED TO HAVE LOCATIONS
ADJUSTED IN FIELD TO ACCOMMODATE FRAMING MEMBERS.

03-05 PRECAST CONCRETE COLUMNS, STYLE TO MATCH
ROSTRUM

03-11 PRECAST CONCRETE ENTABLATURE, SEE SHEET
A-300C.

04-02 STONE CAP AT COLUMN BASE
04-03 LIMESTONE VENEER, MATCH ROSTRUM COLOR AND

TEXTURE
04-04 BIER, RELOCATED FROM EXISTING(TEMPORARY)

COMMITTAL SHELTER
04-06 MATCH ROSTRUM LIMESTONE COLOR AND TEXTURE
04-07 SERVICE SEALS OVER LIMESTONE PLAQUE BASE, SEE

DETAIL 2/A-300C.
05-05 COPPER ROOFING, STANDING SEAM, MATCH ROSTRUM
05-06 CONTINUOUS COPPER GUTTERS
05-15 COPPER DOWNSPOUT
07-11 CONTINUOUS 2" COPPER SCREEN VENT
08-06 ATTIC ACCESS PANEL, 22" SQUARE, PAINT TO MATCH

STUCCO
09-06 STUCCO FINISH OVER EXPANDED WIRE MESH OVER

WOOD FRAMING

 1 1/2" = 1'-0"
WALL TYPES

KEY PLAN
SCALE : NTS

 1/4" = 1'-0"
8 RCP - Level 1

COMMITTAL SHELTER

N

N

N
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FLOOR PLAN
100' - 0"

T.O. MASONRY
110' - 0"

2 31

BO ROOF BEARING
112' - 9 1/2"

3

A-300C

5

A-300C

6" / 12"6" / 1
2"

STORAGE
A101

A-300C
2

A-300C
6

SIM

STUCCO FINISH OVER
EXPANDED WIRE MESH

FLOOR PLAN
100' - 0"

T.O. MASONRY
110' - 0"

B

BO ROOF BEARING
112' - 9 1/2"

4" STONE VENEER

8" CONC. WALL, SEE STRUCTURAL

STONE SEAT WALL,
SEE WALL CAP DETAIL

6" CONC. SOG, SEE STRUCTURAL

4" BASE COURSE, SEE STRUCTURAL
CONC. FND WALL AND FOOTING,
SEE STRUCTURAL

GRADE, SEE CIVIL

STUCCO FINISH OVER
EXPANDED WIRE MESH
OVER WOOD TRUSSES

CONC CROWN MOULDING,
SEE MOULDING PROFILE "A"

CONC. ENTABLATURE,
SEE PROFILE "B"

A-300C
6

7'
 -

 6
"

STUCCO FINISH OVER
EXPANDED WIRE MESH
OVER WOOD FRAMING

3' - 2 1/2"

1'
 -

 1
 1

/2
"

102' - 6"

A

3

FACE OF WALL BELOW

FACE OF STONE SEAT WALL

TYP.
5' - 2"

BASE OF COLUMN

TYP.
7' - 2"

T
Y

P
.

1'
 -

 8
"

TYP.
5' - 6"

FLOOR PLAN
100' - 0"

T.O. MASONRY
110' - 0"

BO ROOF BEARING
112' - 9 1/2"

4

A-300C

6" / 1
2"

STORAGE
A101

A-300C
6

SIM

1' - 8"

1/2" CHAMFERED EDGE

DRIP

1/4" CHAMFERED EDGE

EDGE OF STONE BASE

4"

SLOPE CAP 1/8"

T.O. MASONRY
110' - 0"

B

BO ROOF BEARING
112' - 9 1/2"

PRECAST CONCRETE ENTABLATURE,
SEE DETAIL 11/A-300C

PRECAST CONCRETE
INTERIOR MOULDING,
SEE DETAIL 10/A-300C

STUCCO FINISH
OVER EXPANDED
WIRE MESH OVER
2X WOOD FRAMING

4" X 3" COPPER DOWNSPOUT,
TIE INTO STORM DRAIN

COPPER ROOF AND
BATTENS (OVER 30# FELT
OVER 5/8" PLYWOOD).
MATCH ROSTRUM DETAILS,
SEE SHEET A-400R

1/4" GUTTER SUPPORT AT
24" O.C.

DOWNSPOUT BRACKET,
BOLT TO MASONRY

STEEL BEAM, SEE STRUCT.

2X WD BLOCKING

BEAM, SEE STRUCTURE

METAL ANGLE BY STONE
MANUFACTURER, WELD TO
STRUCTURE, TYP.

METAL ANGLE BY STONE
MANUFACTURER, WELD TO
STRUCTURE, TYP.

PRECAST CONCRETE
COLUMN BEYOND

COPPER GUTTER, DOWNSPOUT,
ETC.  MATCH ROSTRUM DETAILS,
SEE SHEET A-400R

CONTINUOUS
2" COPPER
SCREEN VENT

ROOF TRUSSES,
SEE STRUCTURE

1-1/2"x12" CONT. PRECAST
TRIM WITH 1/4" SCREWS AT
24" O.C., ATTACHED TO CONT.
BEAM, COUNTERSUNK AND
FILLED WITH NON-SHRINK
GROUT, COLOR TO MATCH
PRECAST

COPPER FLASHING

HM-001

2" 3' - 0" 2"

7'
 -

 0
"

4"

NOTE: ALL EXTERIOR DOORS AND FRAMES TO BE GALVANIZED

HM-1

3' - 0"

7'
 -

 0
"

DOOR, SEE SCHEDULE

GALVANIZED HOLLOW
METAL FRAME, GROUT
SOLID

STONE BEYOND

2"
 J

A
M

B
4"

 H
E

A
D

7 5/8"

L3"X4" STEEL
LEDGER ANGLE

4" STONE VENEER, PROVIDE
FLASHING OVER STEEL
LINTEL, SEE SPEC SECTION
04 43 00

8" CMU, SEE STRUCTURAL

DOOR, GALVANIZED,
SEE SCHEDULE

8" THRESHOLD,
SET IN SEALANT

CONCRETE STOOP,
SEE STRUCTURAL

STONE BEYOND

8" CMU, SEE STRUCTURAL

4" LIMESTONE VENEER, FOR
VAPOR RETARDER, WALL
FLASHING AND ATTACHMENT TO
CMU SEE SPEC SECTION 04 43 00

26" X 26" X 3 1/2"D
LIMESTONE PLAQUE BASE
MOUNTED TO 8" CMU

JOINT & SEALANT

24" DIA. SERVICE SEAL,
COORDINATE W/ OWNER
FOR CORRECT ORDER
& PLACEMENT

(3) STAINLESS STEEL STONE
ANCHORS @ 8" O.C.

(3) STAINLESS STEEL STONE
ANCHORS @ 8" O.C.

O
P

E
N

IN
G

2'
 -

 2
"

MTL ANCHOR BY STONE
MANUFACTURER

2'
 -

 8
"

BASE
4"

MTL ANCHOR BY STONE
MANUFACTURER

6"

1"2"1"4"

2"

1"

6 
1/

2"

1 
1/

2"

5"
6"

1"
1 

1/
2"

7 
1/

2"

6"4"

R 2"

R 2"

R 2"

R 2"

HEAD
4"

SLOPE TOP 1/4" TO EXTERIOR

MTL ANCHOR BY STONE
MANUFACTURER

MTL ANCHOR BY STONE
MANUFACTURER

O
V

E
R

A
LL

 H
E

IG
H

T
1'

 -
 8

"

BASE
4"

HEAD
8"

4"
2"

1"
6 

1/
2"

1 
1/

2"
5"

4"

1" 2" 1"

6"

R 2"

R 2"

R 2"

517 7th street
rapid city sd  57701

p 605.342.9470
f 605.342.2377

www.4front.biz
FOURFRONT
D  E  S  I  G  N     I  N  C.

NCA DESIGN
AND

CONSTRUCTION
SERVICE

Project Number

Building Number

Drawing Number

Dwg.

DrawnCheckedDate

Location

Project TitleDrawing Title

Approved: Project Director

ARCHITECT/ENGINEERS:CONSULTANTS:

DateRevisions:

VA FORM 08-6231

o
n
e
 
e
ig
h
th
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
q
u
a
rt
e
r 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
e
ig
h
th
s
 
i n
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
h
a
lf
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
q
u
a
rt
e
rs
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
a
n
d
 
o
n
e
 
h
a
lf
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

th
re
e
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

0
4

8
1
6

0
4

8
0

4
0

4
6
"

0
2

6
"

0
2

6
"

0
1

6
"

F

E

D

C

B

A

1 2 3 4 5 6 7 8 9

F

E

D

C

B

A

1 2 3 4 5 6 7 8 9

Department of
Veterans Affairsof

BID DOCUMENTS

7/20/2015

COMMITTAL SHELTER - SECTIONS AND
DETAILS

A-300C

NASHVILLE NATIONAL CEMETERY
ADMIN DEMOLITION AND FACILITY
UPGRADES

BWDJ

MADISON, TENNESSEE

865CM3029

 1/4" = 1'-0"
4 BUILDING SECTION

 3/4" = 1'-0"
3 WALL SECTION

KEY PLAN
SCALE : NTS

 1/2" = 1'-0"
1 TYPICAL SEAT WALL

 1/4" = 1'-0"
5 BUILDING SECTION

 1 1/2" = 1'-0"
7 STONE CAP DETAIL

 1 1/2" = 1'-0"
6 ROOF DETAIL

 1/4" = 1'-0"
DOOR AND FRAME ELEVATION

DOOR SCHEDULE

MARK WIDTH HEIGHT PANEL TYPE
FRAME
TYPE

HARDWARE
GROUP HEAD JAMB SILL COMMENTS

101 3' - 0" 7' - 0" HM-1 HM-003 #2 8/A-300C 8/A-300C SIM. 9/A-300C GALVANIZED

 1 1/2" = 1'-0"
8 HEAD DETAIL, JAMB SIM.

 1 1/2" = 1'-0"
9 SILL DETAIL

 1 1/2" = 1'-0"
2 SERVICE SEAL WALL

 1 1/2" = 1'-0"
11 PROFILE "B" - EXTERIOR ENTABLATURE

 1 1/2" = 1'-0"
10 PROFILE "A" - INTERIOR MOULDING

COMMITTAL SHELTER
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